PRODUCT CATEGORY

MULTI-SPLIT

Control several indoor units with
one outdoor unit. Build the optimum
system you desire.

If you want to keep a large floor as well as many rooms comfortable, we
recommend you use Multi-split to build a simple system using one outdoor
unit. Choose from a large lineup of indoor units that best matches your
rooms. You can mix and match them at will.

Build the system that is just right for you.

M-002
M-004
M-006
M-010
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M-022

Outdoor Units Lineup

Connectable Indoor Units

2-Unit, 3-Unit, 4-Unit, 5-Unit Multi-Split
Indoor Units Specifications

Multi-Split Combination Table

Feature Summary
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Outdoor Units Lineup

AOHG14KBTA2
2-unit
Multi-split
Up to 2 units
AOHG18KBTA2
2-unit,
3-unit, 3-unit
4-unit, Multi-split ‘ AOHG18KBTA3 AOHG24KBTA3
5-unit Up to 3 units
Multi-split
L
4-unit E
Multi-split R?\j ‘ ‘ AOHG30KBTA4 wv
Up to 4 units E
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5-unit - ) o
Multi-split P\T\? ¥ | AOHG36KBTAS
)Y/A
Up to 5 units
Note: 1. 2-unit Multi-split: 3. 4-unit Multi-split :
Connectable indoor units are 2 units. Connectable indoor units are 3 to 4 units.
AOGG18LAC2: Total capacity of indoor units connected must be AOGG30LAT4: Total capacity of indoor units connected must be
between 4.0 kW and 7.0 kW. between 7.9 kW and 14.4 kW.

2. 3-unit Multi-split :

Connectable indoor units are 2 to 3 units.

AOGG24LAT3: Total capacity of indoor units connected must be
between 4.0 kW and 10.5 kW.

M-002 M-003



2-unit to 5-unit Connectable Indoor Units

O S S NN N

AOHG14KBTA2 AOHG18KBTA2 |AOHG18KBTA3|AOHG24KBTA3| AOHG30KBTA4 AOHG36KBTAS

Connectable Indoor Units

Multi-split Type
Outdoor Unit

Capacity (kw)

L oot s wcas
7,000 | 2.0 ° ° ° ° ° °
9,000 | 25 ° ° ° ° ° °
ASHGO07/09/12/14KMCE 12,000 | 3.5 o L4 L4 L4 ° °
14,000 | 4.0 - (] (] L] L] L
7,000 | 2.0 ° ° ° ° ° °
ASHGO7/09/12/14KETE 9,000 | 25 O ® O ® C i
12,000| 3.5 ° ° ° ° ° °
ASHGO7/09/12/14KETE-B 14,000| 4.0 - ° ° ° ° °
7,000 | 2.0 ° ° ° ° ° °
9,000 | 25 ° ° ° ° ° °
ASHGO7/09/12/14KGTE 12,000 3.5 ® b ® b o o
14,000 | 4.0 = o L L L L
18,000| 5.0 = - = ° ° °
22,000 6.0 = - - - ° °
ASHG18/22/24KMTE 24.000| 70 ~ ~ ~ ~ - °
7,000 | 2.0 ° ° ° ° ° °
9,000 | 2.5 ° ° ° ° ° ° =
-
o
12,000| 3.5 ° ° ° ° ° ° 7]
5
14,000| 4.0 = ° ° ° ° ° 35
AUXGO7/09/12/14/18/22KVLA s
18,000| 5.0 = - = ° ° ° '
>
S
22,000 6.0 = - - - ° ° =
=
7,000 | 2.0 ° ° ° ° ° ° <
O
-
9,000 | 2.5 ° ° ° ° ° ° O
=
=
12,000| 3.5 ° ° ° ° ° ° S
o
14,000 | 4.0 - (] (] L] L] °
ARXGO7/09/12/14/18KSLAP
18,000| 5.0 = - = ° ° °
7,000 | 2.0 ° ° ° ° ° °
9,000 | 25 ° ° ° ° ° °
12,000| 3.5 ° ° ° ° ° °
ARXGO7/09/12/14/18KLLAP 14,000| 4.0 - 4 ® g L 1
18,000| 5.0 = - = ° ° °
22,000| 6.0 = - - - ° °

ARXG22KMLB

M-004 M-005



MULTI-SPLIT

2-unit,
3-unit,
4-unit,
5-unit,
Multi-split
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High energy saving

With the adoption of a high-efficiency DC twin- Hégchg:fag't%?t

rotary compressor, all models achieved an energy
efficiency scale of A+++ for cooling and A++ for
heating.

e

Large Highly Efficient
Heat Exchanger

—

Outdoor Unit

DC Inverter
Control

DC Twin-Rotary
Compressor

R32 refrigerant model

In addition to its high energy efficiency, the R32 refrigerant has
a larger volumetric capacity than the R410A refrigerant, which
means the R32 refrigerant models require less refrigerant
charge than the R410A models.

Pre-charge refrigerant amount (kg)

n29)

\»)Y,
2-unit 14 class 0.9 1.25
2-unit 18 class 1.02 1.30
3-unit 18 class 1.8 2.2
3-unit 24 class 1.8 2.2
4-unit 30 class 2.2 3.3
5-unit 36 class 2.5 4.0

Quiet operation

The sound power level is reduced by up to 7 dB compared to
the current R410 models.

M-006

Sound Power Level

61 dsa)

=7 dB(p)

R32 model

*3-unit 24 class (cooling)

68 dsw)

R410 model

DA

R32
Space-saving installation N
Multiple indoor units can be connected to 1 outdoor unit by
long piping as well. Unlike a single type, the outdoor unit can be 3
installed in the most space-saving location.
Compact design Easy evacuation
Unlike a single type, the outdoor unit can be installed in the All connected pipes and indoor units can be evacuated
most space-saving location. quickly via our centralized valve method.

Requires evacuation only once.
R410A model R32 model
»

Depth difference
-15.5%!"" -36.2%"

* Compared with current 5-unit multi models

Space requirement

Wide range of indoor units with
various models
We offer 41 models in 5 types in a capacity range from 2.0

kW to 6.0 kW. Wide range of requirements can be realized
from private homes through to large shops and hotels

Models equipped with the New R32 Refrigerant

Wall-mounted type with sophisticated design

Designer Series

High Spec & Design
07/09/12/14 kBTU

Cool beauty design
07/09/12/14 kBTU

Standard Series

PRODUCT CATEGORY - MULTI-SPLIT

High Efficiency & Comfort High Efficiency & Large Rooms
07/09/12/14 kBTU 18/22/24 kBTU

Middle and small capacity models are available. This makes installation easier in small spaces.

Mini Duct Slim Duct
07/09/12/14/18 kBTU

Medium static
pressure duct
07/09/12/14/18 kBTU 22 kBTU

Compact Cassette
07/09/12/14/18/22 kBTU

M-007



2-unit: AOHG14KBTA2 / AOHG18KBTA2
3-unit: AOHG18KBTA3 / AOHG24KBTA3

4-unit: AOHG30KBTA4
5-unit: AOHG36KBTA5

Specifications (2-unit)

2-unit

3-unit

4-unit, 5-unit

Dimensions

Model name AOHG14KBTA2 AOHG18KBTA2
Power Source Single phase, ~230V, 50 Hz
Rated Capacity Cooling W 4.0 (1.4-4.6) 5.0 (1.7-5.8)
(Min. - Max.) Heating 4.4 (11-5.5) 5.6 (1.8-6.6)
Sound Pressure Level Cooling 47 47
High i
(High) Heat‘mg B 49 50
Sound Power Level Cooling 60 60
(High) Heating 62 62
Airflow Rate Cooling/Heating m’/h 1,670/1,670 1,960/2,020
Net Dimensions H x W x D mm 542 x 799 x 290 632 x799 x 290
Weight kg 33 37
S : Liquid 6.35x2 6.35x2
Connection Pipe Diameter Gas mm 950 %2 950 %2
Max. Pipe Length Total/Each 30/20 30/20
Between Outdoor Unit m 15 15
Max. Height Difference| and Each Indoor Unit
Between Indoor Units 10 10
. Cooling N -10 to 46 -10 to 46
Operating Range Heating coB 5 t0 24 5 t0 24
Refrigerant \ Type (Global Warming Potential) R32 (675) R32 (675)
\ Charge [ kg (CO2eq-T) 0.9 (0.608) 1.02 (0.689)

Specifications (3-unit)
Model name

Power Source

AOHG18KBTA3 AOHG24KBTA3

Single phase, ~230 V, 50 Hz

(Unit: mm)

2-unit: AOHG14KBTA2

2-unit: AOHG18KBTA2
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Bottom view Side view (Valve part)

Rated Capacity Cooling W 5.4 (1.8-7.0) 6.8 (1.8-8.5)
(Min. - Max) Heating 6.8 (2.0-8.0) 8.0 (2.0-9.2)
Sound Pressure Level Cooling 46 48
High n
(High) Heat‘mg B 49 53
Sound Power Level Cooling 59 61
(High) Heating 61 67
Airflow Rate Cooling/Heating m’/h 2,220/2,160 2,270/2,730
Net Dimensions H x W x D mm 716 x 820 x 315 716 x 820 x 315
Weight kg 46 46
Liquid 6.35x3 6.35x3
Connection Pipe Diameter mm 9.52x2,12.70 x 1
Gas 9.52x3 adapter [12.70 — 9.52] x 1
Max. Pipe Length Total/Each 50/25 50/25
Between Outdoor Unit m 15 15
Max. Height Difference| and Each Indoor Unit
Between Indoor Units 10 10
. Cooling N -10 to 46 -10 to 46
Operating Range Heating €08 5 to 24 5 10 24
) Type (Global Warming Potential) R32 (675) R32 (675)
Ref t ‘
efrigeran \ Charge [ kg (CO2eqT) 1.8 (1.215) 1.8 (1.215)

Specifications (4-unit, 5-unit)
Model name

Power Source

AOHG30KBTA4 AOHG36KBTAS

Single phase, ~230 V, 50 Hz

Rated Capacity Cooling W 8.0 (2.4-10.1) 9.5 (3.0-11.0)
(Min. - Max.) Heating 9.6 (3.0-11.2) 10.6 (3.5-12.0)
Sound Pressure Level Cooling 50 52
High 0
(High) Heat.mg aB(A) 54 55
Sound Power Level Cooling 63 65
(High) Heating 66 68
Airflow Rate Cooling/Heating m’/h 2,400/2,950 2,450/2,900
Net Dimensions H x W x D mm 884 x 820 x 315 884 x 820 x 315
Weight kg 55 59
Liquid 6.35 x4 6.35x5
S ] 9.52x3,1270 x 2
Connection Pipe Diameter Gas mm " g{g% [ﬁzz%gzzogxsgl i adapter [1270 - 9.57] x 2
p : - adapter [9.52 - 12.70] x 1
Max. Pipe Length* Total/Each 70/25 75/25
Between Outdoor Unit m 15 15
Max. Height Difference| and Each Indoor Unit
Between Indoor Units 10 10
. Cooling N -10 to 46 -10 to 46
Operating Range }Tmng €8 5 t0 24 50 24
) ‘ Type (Global Warming Potential) R32 (675) R32 (675)
Refrigerant \ Charge [ kg (CO2eqT) 2.2 (1.485) 2.5 (1.688)

M-008

*Length not applicable when floor units are connected. For details, refer to the installation manual.

3-unit: AOHG18KBTA3/AOHG24KBTA3
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4-unit: AOHG30KBTA4
5-unit: AOHG36KBTAS5
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2-unit to 5-unit Multi-split Indoor Units Specifications

Wall-mounted type

Compact Cassette Grid Type

Indoor unit

Model name
kw Class

kw

AUXGO7KVLA
2.0

AUXGO9KVLA
2.5 3.5

AUXG12KVLA

AUXG14KVLA

AUXG18KVLA
4.0 5.0

AUXG22KVLA
6.0

Model name Indoor unit ASHGO7KGTE ASHGO9KGTE ASHG12KGTE ASHG14KGTE
kW Class kw 2.0 2.5 3.5 4.0
Power Source Single phase, ~230V, 50 Hz
Sound Pressure Cooling H/M/L/Q dB(A) 38/33/29/21 40/34/29/21 40/35/30/21 43/36/30/21
Level Heating 41/35/31/22 42/36/31/22 42/38/33/22 44/39/33/24
Sound Power Cooling H dB(A) 54 55 56 57
Level Heating 56 57 58 59
. Cooling E 650/540/430/270 700/560/430/270 700/560/430/270 770/600/450/280
Airflow Rate Heating | "/M/UQ | mih 720/580/460/330 750/610/470/330 770/640/520/330 800/660/520/340
Net Dimensions mm 270 x 834 x 215 270 x 834 x 215 270 x 834 x 215 270 x 834 x 215
Weight kg 10 10 10 10
Connection Pipe Diameter \ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52
Wall-mounted type
T — ASHGO7KETE ASHGO9KETE ASHG12KETE ASHG14KETE
Ot ne ASHGO7KETE-B ASHGO9KETE-B ASHG12KETE-B ASHG14KETE-B
kW Class kw 2.0 | 2.5 | 3.5 | 4.0
Power Source Single phase, ~230V, 50 Hz
SoundPressure [ Cooling [\ o | gpa) 38/33/29/21 40/34/29/21 40/35/30/21 43/36/30/21
Level Heating 41/35/31/22 42/36/31/22 42/38/33/22 44/39/33/24
Sound Power Cooling b dB(A) 54 55 55 57
Level Heating 56 57 58 59
. Cooling 650/540/430/270 700/560/430/270 700/560/430/270 770/600/450/280
Airflow Rate Heating | H/M/W/Q | m3/h 720/580/460/330 750/610/470/330 770/640/520/330 800/660/520/340
Net Dimensions mm 295 x 950 (wall side: 840) x 230 | 295 x 950 (wall side: 840) x 230 | 295 x 950 (wall side: 840) x 230 | 295 x 950 (wall side: 840) x 230
Weight kg 11 il il 115
Connection Pipe Diameter [ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52
Wall-mounted type
Indoor unit ASHGO7KMCE ASHGO9KMCE ASHG12KMCE ASHG14KMCE
kW Class kw 2.0 2.5 3.5 4.0
Power Source Single phase, ~230V, 50 Hz
Sound Pressure Cooling HM/L/Q dB(A) 38/33/29/21 40/34/29/21 40/35/30/21 43/36/30/21
Level Heating 41/35/31/22 42/36/31/22 42/38/33/22 44/39/33/24
Sound Power Cooling H dB(A) 54 55 55 57
Level Heating 56 57 58 59
. Cooling E 650/540/430/320 700/560/430/320 700/560/430/320 770/600/450/310
Airflow Rate Heating | "/M/LQ | mn 720/580/460/330 750/610/470/330 780/640/520/330 820/660/520/340
Net Dimensions mm 270 x 834 x 222 270 x 834 x 222 270 x 834 x 222 270 x 834 x 222
Weight kg 10 10 10 10
Connection Pipe Diameter \ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52
Wall-mounted type
Model name ASHG18KMTE ASHG22KMTE ASHG24KMTE
kW Class kw 5.0 6.0 7.0
Power Source Single phase, ~230V, 50 Hz
Sound Pressure Cooling HM/L/Q aB(A) 45/40/35/29 48/40/35/29 49/40/35/29
Level Heating 46/40/35/29 48/40/35/29 49/40/35/29
Sound Power Cooling 60 62 65
Level Heating A a8 61 62 65
. Cooling E 980/810/640/510 1,060/810/640/510 1,170/850/640/510
Airflow Rate Heating | /M/W/Q | m/h 1.020/850/640/510 1.060/850/640/510 1170/850/640/510
Net Dimensions mm 280 x 980 x 240 280 x 980 x 240 280 x 980 x 240
Weight kg 125 12.5 125
Connection Pipe Diameter [ Liquid/Gas mm 6.35/12.70 6.35/12.70 6.35/12.70

M-010

Power Source Single phase, ~230V, 50 Hz
Sound Pressure Cooling H/M/L/Q dB(A) 33/31/29/27 33/31/29/27 37/34/31/28 38/35/32/29 38/35/32/29 44/42/36/30
Level Heating 34/32/29/27 34/32/29/27 37/34/31/29 43/38/34/30 43/38/34/30 45/43/40/33
Sound Power Cooling H dB(A) 46 46 49 50 50 56
Level Heating 47 47 49 55 55 57
Airflow Rate Cooling H/MIL/Q m¥/h 540/490/440/390 540/490/440/390 610/530/470/410 680/580/490/410 680/580/490/410 830/740/600/450
Heating 540/490/440/390 540/490/440/390 610/530/470/410 790/680/580/450 790/680/580/450 860/760/700/530
Net Dimensions mm 245 x 570 x 570 245 x 570 x 570 245 x 570 x 570 245 x 570 x 570 245 x 570 x 570 245 x 570 x 570
Weight kg 15 15 15 15 15 16
Panel UTG-UFGF-W UTG-UFGF-W UTG-UFGF-W UTG-UFGF-W UTG-UFGF-W UTG-UFGF-W
Connection Pipe Diameter [ Liquid/Gas | mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.70 6.35/12.70
Mini duct
ARXGO7KSLAP ARXGO9KSLAP ARXG12KSLAP ARXG14KSLAP
kw Class kw 2.0 2.5 3.5 4.0 5.0
Power Source Single phase, ~230 V, 50 Hz
Sound Pressure Cooling H/MIL/Q dB(A) 29/26/24/23 29/26/24/23 31/27/25/23 35/30/27/23 33/29/26/23
Level Heating 29/26/24/23 29/26/24/23 31/27/25/23 35/30/27/23 33/29/26/23
Sound Power Cooling " dB(A) 52 54 55 60 58
Level Heating 53 56 57 62 59
Airflow Rate Cooling H/M/L/Q m¥/h 550/440/390/360 600/450/400/360 650/490/430/360 800/640/530/360 940/750/540/480
Heating 550/440/390/360 600/450/400/360 650/490/430/360 800/640/530/360 940/750/540/480
Net Dimensions mm 198 x 700 x 450 198 x 700 x 450 198 x 700 x 450 198 x 700 x 450 198 x 900 x 450
Weight kg 15.5 15.5 15.5 15.5 18.5
Connection Pipe Diameter \ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.70
External static pressure [ Pa 0to 30 0to30 0to30 0to 50 0to 50
Drain pump Standard Standard Standard Standard Standard
Slim duct
Indoor unit ARXGO7KLLAP ARXGO9KLLAP ARXG12KLLAP ARXG14KLLAP ARXG18KLLAP
kw Class kw 2.0 2.5 3.5 4.0 5.0
Power Source Single phase, ~230 V, 50 Hz
Sound Pressure Cooling H/M/L/Q dB(A) 28/26/25/24 28/27/26/25 29/28/27/26 32/30/28/26 32/30/29/27
Level Heating 28/26/25/24 28/26/25/24 29/28/217/24 32/30/28/25 32/30/29/27
Sound Power Cooling H dB(A) 57 57 58 60 58
Level Heating 57 57 58 60 58
Airflow Rate Cooling H/M/L/Q m3/h 550/490/470/440 600/550/500/450 650/600/550/480 800/700/600/480 940/880/820/750
Heating 550/490/470/440 600/550/500/450 650/600/550/480 800/700/600/480 940/880/820/750
Net Dimensions mm 198 x 700 x 620 198 x 700 x 620 198 x 700 x 620 198 x 700 x 620 198 x 900 x 620
Weight kg 16 17 17 17 20
Connection Pipe Diameter \ Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.70
External static pressure Pa 0to 90 0to 90 0to 90 0to 90 0to %90
Drain pump Standard Standard Standard Standard Standard
Medium Static Pressure Duct
kw Class kw 6.0
Power Source Single phase, ~230 V, 50 Hz
Sound Pressure Cooling 31/29/27/25
Level Heating HIMIL/Q dB(®) 31/29/27/25
Sound Power Cooling 60
Level Heating A dB(A) 62
. Cooling 1,00/910/750/580
Airflow Rate Heating | M/M/L/Q | m3/n 1100/910/750/580
Net Dimensions mm 270 x 1,135 x 700
Weight kg 35
Connection Pipe Diameter [ Liquid/Gas mm 6.35/12.70
External static pressure Pa 30 to 150
Drain pump Option

M-011
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2-unit Multi-split Combination Table-cooling/Heating

2-unit Multi-split cooling

Cooling Operation

AOHG14KBTA2 Comblnatloﬂ of Cooling Capacity InPut Power _ Seasonal Data
Indoor Units (Min. - Max.) Energy efficiency

Total apacty (in.Viax)
kw kw kw

class

M=) =
P29
INDZL
2-unit Multi-split heating
Heating Operati
sonciaema | Conbiatinor Festing Capay inputPover
Indoor Units (Min. - Max.) Energy efficiency

Total Capacity (in.-
kw kW kw

class

7 7 2.00 2.00 4.00 (1.4-4.6) 0.97 (0.25-1.20) 412 4.0 87 Attt

7 9 175 2.25 4.00 (1.4-4.6) 0.97 (0.25-1.20) 472 4.0 8.7 Attt
2-unit connection 7 12 1.47 2.53 4.00 (1.4-4.6) 0.97 (0.25-1.20) 412 4.0 8.7 Attt

9 9 2.00 2.00 4.00 (1.4-4.6) 0.97 (0.25-1.20) 472 4.0 8.7 Attt

9 12 1.7 2.29 4.00 (1.4-4.6) 0.97 (0.25-1.20) 412 4.0 8.7 Attt
Notes: «7:7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h models

*The above specifications apply when connected with a wall-mounted [KG] unit.

«2 or more indoor units should be connected.

«Cooling capacity is determined based on 27°CDB/19°CWB (indoor temperature) and 35°CDB (outdoor temperature).
«Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

Total capacity of indoor units connected must be between 4.0 kW and 6.0 kW.

Cooling Operation

7 7 2.20 2.20 4.40 (11-5.5) 0.95 (0.25-1.65) 4.63 35 47 At+

7 9 1.92 2.48 4.40 (11-5.5) 0.95 (0.25-1.65) 4.63 3.5 47 A+t
2-unit connection 7 12 1.62 278 4.40 (11-5.5) 0.95 (0.25-1.65) 4.63 35 47 At+

9 9 2.20 2.20 4.40 (11-5.5) 0.95 (0.25-1.65) 4.63 35 47 At+

9 12 1.89 2.51 4.40 (11-5.5) 0.95 (0.25-1.65) 4.63 35 47 Att
Notes: 7:7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h models

*The above specifications apply when connected with a wall-mounted [KG] unit.

2 or more indoor units should be connected.

*Heating capacity is determined based on 20°CDB (indoor temperature) and 7°CDB/6°CWB (outdoor temperature).
Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

«Total capacity of indoor units connected must be between 4.0 kW and 6.0 kW.

Heating Operation

AOHG18KBTA2 Combination of

Cooling Capacity

Unit 2

Total Capacity (M

ut Power
(Min. - Max.)

Seasonal Data

AOHG18KBTA2 Combination of

kw

Heating Capacity
Unit 2
kw

kw

Input Power
(Min. - Max.)
kw

Seasonal Data

Indoor Unis

Energy efficiency
class

indoor Unts

Total Capacity (M (%

kw

class

KW kW kW kW
7 7 2.00 2.00 4.00 (1.7-5.0) 0.92 (0.25-1.23) 4.35 4.0 8.8 A+++
7 9 2.00 2.50 4.50 (1.7-5.7) 1.07 (0.25-1.45) 4.22 4.5 8.7 Attt
7 12 1.84 316 5.00 (1.7-5.8) 1.24 (0.25-1.55) 4.03 5.0 8.6 A+++
7 14 1.67 3.33 5.00 (1.7-5.8) 1.24 (0.25-1.55) 4.03 5.0 8.6 Attt
2-unit connection 9 9 2.50 2.50 5.00 (1.7-5.8) 1.24 (0.25-1.55) 4.03 5.0 8.6 A+++
9 12 214 2.86 5.00 (1.7-5.8) 1.24 (0.25-1.55) 4.03 5.0 8.6 A+++
9 14 196 3.04 5.00 (1.7-5.8) 1.24 (0.25 - 1.55) 4.03 5.0 8.6 A+
12 12 2.50 2.50 5.00 (1.7-5.8) 1.24 (0.25-1.55) 4.03 5.0 8.6 A+++
12 14 231 2.69 5.00 (1.7-5.8) 1.24 (0.25-1.55) 4.03 5.0 8.6 A+t
Notes: «7: 7000 Btu/h/9:9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h models

*The above specifications apply when connected with a wall-mounted [KG] unit.

*2 or more indoor units should be connected.

«Cooling capacity is determined based on 27°CDB/19°CWB (indoor temperature) and 35°CDB (outdoor temperature).
*Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

«Total capacity of indoor units connected must be between 4.0 kW and 7.5 kW.

M-012

7 7 2.40 2.40 4.80 (1.7-5.6) 0.99 (0.25-1.35) 4.85 38 47 At+
7 9 2.40 3.00 5.40 (1.7-6.4) 115 (0.25-1.60) 470 4.0 47 At+
7 12 2.06 354 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 4.2 47 A+
7 14 1.87 373 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 4.2 47 Av+
2-unit connection 9 9 2.80 2.80 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 4.2 47 At+
9 12 2.40 3.20 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 42 47 At+
9 14 219 3.41 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 4.2 47 At+
12 12 2.80 2.80 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 42 47 A+t
12 14 258 3.02 5.60 (1.7-7.0) 1.22 (0.25-1.80) 4.59 4.2 47 At+
Notes: *7: 7000 Btu/h/9:9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h models

*The above specifications apply when connected with a wall-mounted [KC] unit.

2 or more indoor units should be connected.

*Heating capacity is determined based on 20°CDB (indoor temperature) and 7°CDB/6°CWB (outdoor temperature).
«Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

Total capacity of indoor units connected must be between 4.0 kW and 7.5 kW.

M-013

PRODUCT CATEGORY - MULTI-SPLIT



3-unit Multi-split Combination Table-cooling/Heating

3-unit Multi-split cooling

oo Capaciy T
(vin.- Max)
kw kW kw kw

Combination of
Indoor Units

AOHG18KBTA3

Energy efficiency

7 7 - 2.00 2.00 - 4.00 (1.8-5.0) 0.86 (0.35-1.35) 4.65 4.0 8.3 A++

7 9 - 2.00 2.50 - 4.50 (1.8-5.7) 1.03 (0.35-1.50) 4.36 45 8.2 A++

7 12 - 199 3.41 - 5.40 (1.8-6.8) 1.41 (0.35-1.81) 3.83 5.4 8.0 A+t

7 14 - 1.80 3.60 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 At+

. 9 9 - 2.50 2.50 - 5.00 (1.8-6.4) 1.23 (0.35-1.70) 4.06 5.0 8.1 A++

2-unit connection

9 12 - 2.3 3.09 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 A++

9 14 - 2n 3.29 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 A++

12 12 - 270 270 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 54 8.0 A+t

12 14 - 2.49 291 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 A++

14 14 - 270 270 - 5.40 (1.8-7.0) 1.41(0.35-1.90) 3.83 5.4 8.0 A+t

7 7 7 1.80 1.80 1.80 5.40 (1.8-7.0) 113 (0.35-1.90) 478 5.4 8.6 A+t

7 7 9 1.64 1.64 212 5.40 (1.8-7.0) 113 (0.35-1.90) 4.78 5.4 8.6 Attt

7 7 12 1.45 1.45 2.50 5.40 (1.8-7.0) 113 (0.35-1.90) 478 5.4 8.6 A+++

7 7 14 1.35 1.35 2.70 5.40 (1.8-7.0) 113 (0.35-1.90) 4.78 5.4 8.6 A+++

3-unit connection 7 9 9 1.52 194 194 5.40 (1.8-7.0) 113 (0.35-1.90) 4.78 5.4 8.6 Attt
7 9 12 1.35 174 2.31 5.40 (1.8-7.0) 113 (0.35-1.90) 4.78 5.4 8.6 Attt

7 9 14 1.26 1.62 2.52 5.40 (1.8-7.0) 113 (0.35-1.90) 478 54 8.6 A+

9 9 9 1.80 1.80 1.80 5.40 (1.8-7.0) 113 (0.35-1.90) 478 5.4 8.6 A+t

9 9 12 1.62 1.62 216 5.40 (1.8-7.0) 113 (0.35-1.90) 478 5.4 8.6 Attt

Cooling Operatiol

Combination of Cooling Capacit: Input Power Seasonal Data
AOHG2AKBTAS | indoor units (Min. - Max;
efficiency
7 2.00 2.00 - 4.00 (1.8-5.0) 0.86 (0.35-1.35) 4.65
7 9 - 2.00 2.50 - 4.50 (1.8-5.7) 1.03 (0.35-1.54) 4.36 4.5 8.2 A++
7 12 - 2.00 3.50 - 5.50 (1.8-6.8) 1.46 (0.35-1.85) 377 5.5 8.0 A++
7 14 - 2.00 4.00 - 6.00 (1.8-7.5) 1.73 (0.35-2.20) 3.48 6.0 7.6 At++
7 18 - 1.90 490 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A++
9 9 - 2.50 2.50 - 5.00 (1.8-6.4) 1.23 (0.35-1.74) 4.06 5.0 81 At++
. . 9 12 - 2.50 3.50 - 6.00 (1.8-7.5) 1.73 (0.35-2.20) 3.48 6.0 7.6 A+
2-unit connection
9 14 - 2.50 4.00 - 6.50 (1.8—8.2) 2.04 (0.35—2.46) 319 6.5 7.2 At++
9 18 - 2.27 4.53 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 At+
12 12 - 3.40 3.40 - 6.80 (1.8—8.5) 2.26 (0.35—2.65) 3.01 6.8 6.9 At++
12 14 - 314 3.66 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 At+
12 18 - 272 4.08 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A++
14 14 - 3.40 3.40 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A++
14 18 - 298 3.82 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A++
7 7 7 2.00 2.00 2.00 6.00 (1.8-7.5) 1.37 (0.35-2.20) 4.37 6.0 8.6 At+++
7 7 9 2.00 2.00 2.50 6.50 (1.8-8.2) 1.59 (0.35-2.46) 4.08 6.5 85 Attt
7 7 12 1.83 1.83 314 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t
7 7 14 1.70 1.70 3.40 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
7 7 18 1.49 1.49 3.82 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+++
7 9 9 1.90 245 245 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
7 9 12 1.70 219 29 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+++
7 9 14 1.59 2.04 37 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
7 9 18 1.40 1.80 3.60 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 85 Attt
3-unit connection 7 12 12 1.54 2.63 2.63 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
7 12 14 1.44 247 2.89 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
7 14 14 1.36 272 272 6.80 (1.8—8.5) 1.74 (0.35—2.65) 3.90 6.8 8.5 At+++
9 9 9 2.27 2.27 2.27 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
9 9 12 2.04 2.04 272 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+++
9 9 14 1.91 1.91 298 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
9 9 18 1.70 1.70 3.40 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At++
9 12 12 1.86 247 247 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
9 12 14 1.75 2.33 272 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 At+++
12 12 12 2.27 2.27 2.27 6.80 (1.8»8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+++
Notes: #7: 7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h models

*The above specifications apply when connected with a wall-mounted unit.

«2 or more indoor units should be connected.

«Cooling capacity is determined based on 27°CDB/19°CWB (indoor temperature) and 35°CDB (outdoor temperature).
«Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

*Total capacity of indoor units connected must be between 4.0 kW and 10.5 kW.

M-014

3-unit Multi-split heating

Heating Oper

Combination of Heating Capacity Input Power Seasonal Data
AOHG18KBTA3 o - - - " - .
Indoor Units Unit 1 Unit 2 Unit 3 Total Capacity (Min. - Max.) . - Max.) Pdesign Eneray efficienc
w W W W W Y

7 7 - 2.40 2.40 - 4.80 (2.0-5.6) 1.00 (0.25-1.30) 4.80 4.0 4.2 A+

7 9 - 2.40 3.00 - 5.40 (2.0-6.4) 1.21(0.25-1.48) 4.45 4.0 4.2 A+

7 12 - 2.40 4.20 - 6.60 (2.0-7.6) 1.66 (0.25-1.76) 398 5.0 4.0 A+

7 14 - 2.27 4.53 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

) . 9 9 - 3.00 3.00 - 6.00 (2.0-7.2) 1.44 (0.25-1.67) 417 45 41 A+

2-unit connection

9 12 - 29 3.89 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

9 14 - 2.66 414 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

12 12 - 3.40 3.40 - 6.80 (2.0-8.0) 177 (0.25-1.85) 3.84 5.0 4.0 A+

12 14 - 314 3.66 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

14 14 - 3.40 3.40 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

7 7 7 2.27 2.27 2.27 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 47 A++

7 7 9 2.07 2.07 2.66 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A+t

7 7 12 1.83 1.83 314 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 a7 A++

7 7 14 1.70 1.70 3.40 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A++

3-unit connection 7 9 9 190 2.45 2.45 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 At++
7 9 12 1.70 219 291 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A++

7 9 14 1.59 2.04 317 6.80 (2.0-8.0) 139 (0.25-1.85) 4.89 5.0 47 Akt

9 9 9 2.27 2.27 227 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 a7 A++

9 9 12 2.04 2.04 2.72 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A++

Heating Capacity Seasonal Data

AOHG24KBTA3 :
co 5 _U t _'J t2 _U t3 otal Capaci t _dESQ SCoP Energy efficienc

Combination of

7 7 - 2.40 240 4.80 (z 0-5.6) 1.00 (o 25-1.30) 4.80 4.0 42 A+

7 9 - 2.40 3.00 - 5.40 (2.0-6.4) 1.21(0.25-1.48) 4.45 4.0 42 A+

7 12 - 2.40 4.20 - 6.60 (2.0-7.6) 1.66 (0.25-1.76) 398 5.0 4.0 A+

7 14 - 2.40 4.80 - 7.20 (2.0-8.4) 1.86 (0.25-2.07) 3.87 54 4.0 A+

7 18 - 216 5.54 - 770 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

9 9 - 3.00 3.00 - 6.00 (2.0-7.2) 1.44 (0.25-1.67) 417 4.5 41 A+

, ) 9 12 - 3.00 4.20 - 7.20 (2.0-8.4) 1.86 (0.25-2.07) 3.87 54 4.0 A+

2-unit connection

9 14 - 296 474 - 770 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

9 18 - 257 513 - 770 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

2 | 12 - 3.85 3.85 - 770 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

12 | 14 - 3.55 415 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 40 A+

12 | 18 - 3.08 4.62 - 770 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

14 | 14 - 3.85 3.85 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

4 | 18 - 337 4.33 - 770 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

7 7 7 240 240 2.40 7.20 (2.0-8.4) 1.61(0.25-2.07) 4.48 54 47 A+

7 7 9 240 240 3.00 7.80 (2.0-9.2) 1.76 (0.25-2.35) 4.42 5.8 46 At+

7 7 12 215 215 370 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 A+t

7 7 14 2.00 2.00 4.00 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

7 7 18 175 175 450 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

7 9 9 224 2.88 2.88 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

7 9 12 2.00 257 343 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

7 9 14 1.87 2.40 373 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 A+t

7 9 18 1.65 212 4.23 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

3-unit connection | 7 2| 12 1.80 310 310 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+
7 12 | 14 170 291 3.39 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

7 % | 14 1.60 3.20 3.20 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 A+t

9 9 9 267 267 2.67 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

9 9 12 2.40 240 3.20 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

9 9 14 225 2.25 3.50 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 A+t

9 9 18 2.00 2.00 4.00 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 A+t

9 2 | 2 218 291 291 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 A+t

9 12 | 14 2.06 274 3.20 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

2 | 12| 2 267 267 267 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

Notes: «7:7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h models

*The above specifications apply when connected with a wall-mounted unit.

2 or more indoor units should be connected.

*Heating capacity is determined based on 20°CDB (indoor temperature) and 7°CDB/6°CWB (outdoor temperature).
*Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)

«Total capacity of indoor units connected must be between 4.0 kW and 10.5 kW.

M-015

PRODUCT CATEGORY - MULTI-SPLIT



4-unit Multi-split Combination Table-cooling/Heating

4-unit Multi-split cooling 4-unit Multi-split heating
Cooli Heati
AOHG3OKETA4 |  Combination of Input Power Seasonal Data AOHG3OKBTAG |  Combination of Input Power Seasonal Data
Indoor Units - Indoor Units
W ST W w w |
7 2.00 6.00 8.00 (2.4-10.1) ) . . At+ 7 2.40 7.20 9.60 (3.0-11.2) 5 ;
7 (o4 - |- 1.81 619 - - 8.00 (2.4-10.1) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 7 o4 - | - 217 7.43 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
9[22 - |- 2.32 5.68 - - 8.00 (2.4-101) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 9[22 [ - |- 2.79 6.81 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
9 [2a] -] - 2.8 5.82 - - 8.00 (2.4-10.1) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 9 [oa| -] - 2.62 6.98 - - 9.60 (3.0-11.2) 2.47 (0.30-2.95) 3.89 6.5 41 A+
218 - | - 3.20 4.80 - - 8.00 (2.4-101) 2.67 ) 3.00 8.0 7.5 At+ 218 - | - 3.84 576 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
2 (22 - | - 2.82 518 - - 8.00 (2.4-101) 2.67 ) 3.00 8.0 7.5 At+ 12 22| - [ - 3.39 6.21 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
2 (24 - | - 2.67 5.33 - - 8.00 (2.4-10.1) 2.67 ) 3.00 8.0 7.5 At+ 2 24| - | - 3.20 6.40 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
; : 14 18 - [ - 3.50 4.50 - - 8.00 (2.4-10.1) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ . 418 [ - | - 4.20 5.40 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
2Z-unit connection g9 30 4.89 - - 8.00 (2.4-10) 2.67 ) 3.00 8.0 75 At 2-unit connection =g 59— 3713 5.87 B - 9.60 (3.011.2) 2.47(0.302.95) 3.89 6.5 41 A+
14 24| - | - 2.95 5.05 - - 8.00 (2.4-101) 2.67 ) 3.00 8.0 7.5 At+ 14 24| - | - 3.54 6.06 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
1818 - | - 4.00 4.00 - - 8.00 (2.4-101) 2.67 ) 3.00 8.0 7.5 At 818 [ - | - 4.80 4.80 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
18 22| - | - 3.60 4.40 - - 8.00 (2.4-101) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 1822 [ - | - 4.32 5.28 - - 9.60 (3.0-11.2) 2.47(0.30-295) 3.89 6.5 41 A+
18 24 - | - 3.43 4.57 - - 8.00 (2.4-101) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 18 (24| - | - 411 5.49 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
22 (22 | - | - 4.00 4.00 - - 8.00 (2.4-101) 2.67 (0.45-3.25) 3.00 8.0 7.5 Ar+ 22 [22 [ - | - 4.80 4.80 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
22 |24 | - [ - 3.83 477 - - 8.00 (2.4-10.1) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 22 [24 | - | - 4.59 5.01 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
24 24 | - | - 4.00 4.00 - - 8.00 (2.4-10.1) 2.67 (0.45-3.25) 3.00 8.0 7.5 At+ 24 |24 | - | - 4.80 4.80 - - 9.60 (3.0-11.2) 2.47(0.30-2.95) 3.89 6.5 41 A+
717 2] - 2.00 2.00 3.50 - 7.50 (2.4-9.3) 210 (0.45-2.84) 3.57 7.5 8.1 A+t 717 2] - 2.40 2.40 4.20 - 9.00 3.0-10.4) 211 (0.30-2.60) 4.21 6.0 4.4 A+
7 7 [a] - 2.00 2.00 4.00 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 77 4] - 2.40 2.40 4.80 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 4.3 A+
7 [ 7 18] - 175 1.75 4.50 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 [ 7 [18] - 210 2.10 5.40 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
717 [22] - 1.56 1.56 4.88 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 717 [22] - 1.87 1.87 5.86 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 4.3 A+
77 o4 - 1.47 1.47 5.06 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 77 [oa | - 177 .77 6.06 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
[ENERE 2.00 2.50 2.50 - 7.00 (2.4-8.9) 1.90 (0.45-2.65) 3.69 7.0 8.2 At+ 799~ 2.40 3.00 3.00 - 8.40 (3.0-10.0) 1.94(0.30-2.45) 432 6.0 4.4 A+
719 2] - 2.00 2.50 3.50 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 79 [12] - 2.40 3.00 4.20 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 43 A+
79 [a] - 1.87 2.40 373 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 79 4] - 2.24 2.88 4.48 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
7 918 - 1.64 212 4.24 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 7 9 [18] - 198 2.54 5.08 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 4.3 A+
7 922 - 1.47 1.89 4.64 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 719 [22] - 177 2.27 5.56 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 43 A+
794 - 1.40 1.80 4.80 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 Ar+ 719 [oal - 1.68 216 576 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 4.3 A+
7 2 12 - 1.80 310 310 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 2 [12 ] - 26 372 372 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 4.3 A+
7 12 [ 14 - 1.70 291 3.39 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 2[4 - 2.04 3.49 4.07 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
7 [12]18] - 1.51 2.59 3.90 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 |12 [18] - 1.82 31 4.67 - 9.60 (3.0-11.2) 2.27 (0-30-2.95) 4.22 6.5 4.3 A+
7 12 22| - 1.37 2.34 4.29 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 12 [22 | - 1.64 2.81 515 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 4.3 A+
7 [ 12 |24 - 1.30 2.23 4.47 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 12 [24 | - 1.56 2.68 5.36 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
7 1414 - 1.60 3.20 3.20 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 7 [ 14 [ 4] - 1.92 3.84 3.84 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 43 A+
7 [14 18] - 1.44 2.87 3.69 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 Ar+ 7 [ 14 [18 | - 1.72 3.45 4.43 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
7 [14 22 - 1.30 2.60 4.0 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 7 [ 14 [22 | - 1.56 313 4.91 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 4.3 A+
7 [ 14|24 - 124 2.49 4.27 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 7 [ 14 [ 24| - 1.49 2.99 512 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 43 A+
7 [18 18| - 1.30 3.35 3.35 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 Ar+ 7 [18 18| - 1.56 4.02 4.02 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
7 [18 22 - 119 3.06 3.75 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 7 [ 18 [22 | - 143 3.68 4.49 - 9.60 (3.0-11.2) 2.27 (0.30-295) 4.22 6.5 4.3 A+
7 (18|24 - 114 2.94 392 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A++ 7 (18 [24 | - 137 3.53 470 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 43 A+
9[99 - 2.50 2.50 2.50 - 7.50 2.4-9.6) 2.10 (0.45-3.01) 3.57 7.5 81 A+ 9[99~ 3.00 3.00 3.00 - 9.00 (3.0-10.8) 2.11(0.30-2.76) 4.27 6.0 4.4 A+
3-unit connection [ 9 [ 9 [ 12 | - 2.40 2.40 3.20 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 3-unit connection | 9 [ 9 [ 12 | - 2.88 2.88 3.84 - 9.60 (3.0-11.2) 2.27 (0.30-295) 4.22 6.5 4.3 A+
9 [ 9 [1a] - 2.25 2.25 3.50 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 9 [ 9 [4] - 2.70 2.70 4.20 - 9.60 (3.0-11.2) 2.27 (0.30-295) 4.22 6.5 4.3 A+
9 [ol18] - 2.00 2.00 4.00 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At++ 9 9 [18] - 2.40 2.40 4.80 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 43 A+
9 9 [22] - 1.80 1.80 4.40 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A++ 9 9[22 - 2.6 26 5.28 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
9 [ 9 [2a] - 171 171 4.58 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A++ 9 [ 9 [oa] - 2.06 2.06 5.48 - 9.60 (3.0-11.2) 2.27 (0. 4.22 6.5 4.3 A+
9 |12 [ 12 - 218 291 2.91 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At++ 9 12 [12] - 2.62 3.49 3.49 - 9.60 (3.0- o 2) 2.27 (0.30-; 295 4.22 6.5 43 A+
9 |12 [ 14 [ - 2.06 2.74 3.20 - 8.00 (2.4-10) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 9 [12 [14] - 2.47 3.29 3.84 - 9.60 (3.0-11.2) 2.27 (0.30-2.95 4.22 6.5 43 A+
9 12 [18 [ - 1.85 2.46 3.69 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 9 [12 [18 ] - 2.22 295 4.43 - 9.60 (3.0-11.2) 2.27 (0. 4.22 6.5 4.3 A+
9 |12 [22 [ - 1.67 2.23 410 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A++ 9 [12 [22] - 2.01 2.68 491 - 9.60 (3.0-11.2) 2.27 (0. 4.22 6.5 43 A+
9 |12 [ 24 | - 1.60 213 4.27 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 9 |12 [ o4 - 1.92 2.56 512 - 9.60 (3.0~ ED 2) 2.27 (0.30-; 4.22 6.5 43 A+
9 |14 [ 14 [ - 1.94 3.03 3.03 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A++ 9 |14 [ 14 - 2.34 3.63 3.63 - 9.60 (3.0-11.2) 2.27 (0.30-; 4.22 6.5 4.3 A+
9 [ 14 [ 18 - 1.76 273 3.51 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A++ 9 |14 18] - 2.1 3.28 4.21 - 9.60 (3.0-11.2) 2.27 (0.30-; 4.22 6.5 43 A+
9 |14 [ 22 | - 1.60 2.49 3.91 - 8.00 (2.4-10) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 9 |42 - 1.92 2.99 4.69 - 9.60 (3.0-11.2) 2.27 (0.30-2.95 4.22 6.5 4.3 A+
9 |14 [ 24 | - 1.53 2.38 4.09 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 9 |14 |24 - 1.84 2.86 490 - 9.60 (3.0-11.2) 2.27 (0.30-2.95) 4.22 6.5 4.3 A+
9 |18 [18 [ - 1.60 3.20 3.20 - 8.00(2.4-10.1) 2.32(0.45-3.25) 3.45 8.0 8.0 A+ 9 |18 18] - 192 3.84 3.84 - 9.60(3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
12 12 [ 12 [ - 2.67 2.67 2.67 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 212 12 ] - 3.20 3.20 3.20 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
2 [12 [ 14 - 2.53 2.53 294 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 12 12 [ 14| - 3.03 3.03 3.54 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
12 [12 18 - 2.29 2.29 3.42 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 12 [ 12 [18 [ - 274 2.74 412 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
2 1222 - 2.09 2.09 3.82 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 At+ 212 2] - 2.50 2.50 4.60 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 43 A+
2 [ 12 |24 - 2.00 2.00 4.00 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 Ar+ 12 12 |24 - 2.40 2.40 4.80 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
12 [ 14 [ 14 | - 2.40 2.80 2.80 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 12 [ 14 |14 [ - 2.88 3.36 3.36 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
12 (14|18 | - 2.8 2.55 3.27 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 12 14 |18 [ - 2.62 3.05 3.93 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
12 [18 [ 18 | - 2.00 3.00 3.00 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 12 18 [ 18 [ - 2.40 3.60 3.60 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 43 A+
14 [ 14 [ 14 | - 2.67 2.67 2.67 - 8.00 (2.4-101) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+t 14 [ 14 [ 14| - 3.20 3.20 3.20 - 9.60 (3.0-11.2) 2.27(0.30-2.95) 4.22 6.5 4.3 A+
14 [ 14 |18 | - 2.43 2.43 374 - 8.00 (2.4-10.1) 2.32 (0.45-3.25) 3.45 8.0 8.0 A+ 14 [ 14 [18 | - 2.92 2.92 376 - 9.60 (3.0-11.2) 2.27(0.30-295) 4.22 6.5 43 A+ —
A A 2.00 2.00 2.00 2.00 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 A+t 71777 2.40 2.40 2.40 2.40 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At
77719 1.87 1.87 1.87 2.39 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 A+ 77719 2.24 2.24 2.24 2.88 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ :
777 [ 1.70 1.70 1.70 2.90 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Attt 717 [ 7 [12 2.04 2.04 2.04 3.48 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ wn
7177 [14 1.60 1.60 1.60 3.20 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 Ar+r 717 [ 7 [14 1.92 192 1.92 3.84 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 Ar+ X
7 [ 7 [ 7 [18 1.44 1.44 1.44 3.68 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 7 7 [ 7 [18 1.72 .72 172 4.44 9.60(3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ =
7171919 1.75 175 2.25 2.25 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 717919 210 2.0 2.70 2.70 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ =
71791 1.60 1.60 2.06 274 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 Ar++ 771912 192 192 2.47 3.29 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 Ar+ =
77 9 [14 1.51 1.51 1.95 3.03 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 7719 14 1.82 1.82 2.34 3.62 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+
7 1719 [18 1.37 1.37 1.76 3.50 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 717 [9[18 1.64 1.64 2.1 4.21 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ !
717 1212 1.47 1.47 2.53 2.53 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 A+ 7 7 1212 177 177 3.03 3.03 9.60 3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ >
7 7 [12 14 1.40 1.40 2.40 2.80 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 7 [ 7 [12 14 1.68 1.68 2.88 3.36 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 Ar+ °o‘
7 7 [12[18 1.27 1.27 218 3.28 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 A+ 717 [12]18 1.53 1.53 2.62 392 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+ o
7 17 [14 14 133 133 2.67 2.67 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 At 7 [ 7 [14 14 1.60 1.60 3.20 3.20 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+ b}
7 7 [14]18 1.22 1.22 2.43 313 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At++ 7 [ 7 [14]18 1.46 1.46 2.92 376 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 Ar+ =
7199159 1.64 2.2 212 2.2 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Attt 719919 1.98 2.54 2.54 2.54 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+ <
7191912 1.51 1.95 1.95 2.59 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Attt 719912 1.81 2.34 2.34 3 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+ o
7199 14 1.43 1.85 1.85 2.87 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Att+ 7199 (14 171 2.22 2.22 3.45 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 A+ =
71919 [18 1.30 1.67 1.67 3.36 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Att+ 719918 1.56 2.01 2.01 4.02 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+ ‘:-;
7 19 [12 ]2 1.40 1.80 2.40 2.40 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At+r 719 [12]12 1.68 2.6 2.88 2.88 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ a
4-unit connection | 7 | 9 [ 12 | 14 133 171 2.29 2.67 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Attt 4-unit connection | 7 | 9 [ 12 | 14 1.60 2.06 2.74 3.20 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 Ar+ o
7 9 [12[18 1.21 1.57 2.09 313 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 Art+ 7 19 [12[18 1.46 1.88 2.50 376 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 A+ P
7 19 [14 14 1.26 1.64 2.55 2.55 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 At+r 719 [14] 14 1.54 1.96 3.05 3.05 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+ o
7 9 [1418 117 1.50 2.33 3.00 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At+r 7 19 [14[18 1.40 1.80 2.80 3.60 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 A+
7 (12 [12 [ 12 1.31 2.23 2.23 2.23 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 7 12 [12 [12 1.56 2.68 2.68 2.68 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 A+
7 [ 12 [12 [14 1.24 2.3 213 2.50 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 A+t 7 12 [12 [ 14 1.49 2.56 2.56 2.99 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+
7 121218 114 1.96 1.96 2.94 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 7 [12 1218 137 2.35 2.35 3.53 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 AT+
7 112 [14 [ 14 119 2.05 2.38 2.38 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 Attt 7 |12 [ 14 | 14 1.43 2.45 2.86 2.86 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+
9[99 19 2.00 2.00 2.00 2.00 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 A+ 9[99 9 2.40 2.40 2.40 2.40 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+
9[99 [ 1.85 1.85 1.85 2.45 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At+r 9 19912 2.22 2.22 2.22 2.94 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+
9 199 [4 1.76 1.76 1.76 272 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At++ 9 9914 211 2.1 2.1 3.27 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 Ar+
9 919 [18 1.60 1.60 1.60 3.20 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 9 [ 99 [18 192 1.92 1.92 3.84 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 Ar+
9 9 [12]12 171 171 2.29 2.29 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 9 [ 9[22 2.06 2.06 274 2.74 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 At+
9 9 [12 |14 1.64 1.64 2.8 2.54 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 At++ 9 [ 9 [12[14 1.96 1.96 2.62 3.06 9.60 (3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 A+t
9 9 [12 18 1.50 1.50 2.00 3.00 8.00 (2.4-101) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 9 [ 9 [12[18 1.80 1.80 2.40 3.60 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 Ar+
9 9 [14 |14 1.57 1.57 2.43 2.43 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 9 [ 9 [14 14 1.88 1.88 292 2.92 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 A+t
9 12121 1.61 213 213 213 8.00 (2.4-10.1) 2.05 (0.45-3.25) 390 8.0 8.5 A+ 9 [12 1212 192 2.56 2.56 2.56 9.60 3.0-11.2) 211 (0.30-2.95) 4.55 6.5 4.6 At+
9 12 [ 12 [ 14 1.53 2.04 2.04 2.39 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 9 [12 [12 [ 14 1.84 2.45 2.45 2.86 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 Ar+
9 12 [ 14 [ 14 1.46 1.96 2.29 2.29 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 Att+ 9 [ 12 [14 [14 .77 2.35 274 2.74 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 A+t
2 12 12 [12 2.00 2.00 2.00 2.00 8.00 (2.4-10.1) 2.05 (0.45-3.25) 3.90 8.0 8.5 At 212 [12 12 2.40 2.40 2.40 2.40 9.60 (3.0-11.2) 2.11(0.30-2.95) 4.55 6.5 4.6 A++
Notes: «7:7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h/22: 22000 Btu/h/24: 24000 Btu/h models Notes: *7:7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h/22: 22000 Btu/h/24: 24000 Btu/h models
*The above specifications apply when connected with a wall-mounted unit. *The above specifications apply when connected with a wall-mounted unit.
+2 or more indoor units should be connected. 2 or more indoor units should be connected.
«Cooling capacity is determined based on 27°CDB/19°CWB (indoor temperature) and 35°CDB (outdoor temperature). «Heating capacity is determined based on 20°CDB (indoor temperature) and 7°CDB/6°CWB (outdoor temperature).
«Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) «Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
*Total capacity of indoor units connected must be between 7.5 kW and 14.0 kW. «Total capacity of indoor units connected must be between 7.5 kW and 14.0 kW.
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5-unit Multi-split Combination Table-cooling

5-unit Multi-split cooling 5-unit Multi-split cooling
Cooling
Cooling Capacity Input Power

Cooling Operation

Seasonal Data

AOH! KBTA inatit 2l it:
OHGSOKGTAS | Combination ofndoor U |Gt T Unitz | Unts | unita | units [Total Capacity (im W) | (i - y
W ] g

kw

AOH KBTA inati f | i
OHG36| 5 | Combination of Indoor Units 5 [Total Capacity (Min. - Max,

kw

7 9.00 (3.0-11.0) 2.91(0.30-3.45) 3.09 . . 7 | 14 9.50 (3.0-11. 2.69 (0.30-3.45) . . .
9 [22 | - - - 2.50 6.00 - - - 8.50 (3.0-11.0) 2.67 (0.30-3.45) 318 8.5 7.9 A+ 9[99 9T~ 2.38 2.38 2.38 2.38 - 9.50 (3.0-11. 2.69 (0.30-3.45) .53 9.5 8.3 A+t
9 |24 - - - 2.50 7.00 - - - 9.50 (3.0-11.0) 3.7 (0.30-3.45) 3.00 9.5 7.8 A+ 9 919 [12] - 219 219 219 293 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8.3 At+
12 22 - - - 3.50 6.00 - - - 9.50( .0-11.1 .17 (0.30- .45) 3.00 9.5 7. A++ 9 9 9 14 - 2.09 2.09 2.09 3.23 - 9‘50( .0-11.0 2.69 (0.30- ,15) 3.5 9.5 8.3 A++
12 [ 24 | - - - 347 6.33 - - - 9.50 (3.0-11. 17 (0.30-3.45) 3.00 9.5 7 A+ 9 9 9 [18] - 1.90 1.90 1.90 3.80 - 9.50 (3.0-11. 2.69 (0.30-3.45) 3.5 9.5 8.3 At+
2-unit 14 | 22 | - - - 3.69 5.81 - - - 9.50 (3.0-11.0 17 (0.30-3.45) 3.00 95 7 A+ 9 919 [2 | - 174 1.74 1.74 4.28 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 3.5 9.5 8.3 At
; 4 | 24 | - - - 3.50 6.00 - - - 9.50 (3.0-11. 17 (0.30-3.45) 3.00 9.5 7 A+ 9 [ 9 1 9 [2a] - 1.68 1.68 1.68 4.46 - 9.50 (3.0-11.0) 2.69 (0.30-3.45) 3.53 9.5 8.3 Ar+
connection 8 | 18 | - - - 475 475 B - - 9.50 (3.0-11. 17 (0.30-3.45) 3.00 95 7 At+ 9 | 9 | 12 | 12 | - 2.04 2.04 2.71 271 - 9.50 3.0-11.0 2.69 (0.30-3.45) .53 95 8.3 A+
8 | 22 | - - - 4.27 5.23 - - - 9.50 (3.0-11. 17 (0.30-3.45) 3.00 9.5 7. Att 9 [ 9 [ 12 [14] - 1.94 1.94 2.59 3.03 - 9.50 (3.0-11. 2.69 (0.30-3.45) .53 9.5 8.3 At+
8 | 24 | - - - 4.07 5.43 - - - 9.50 (3.0-11.0 17 (0.30-3.45) 3.00 9.5 7. A+ 9 [ 9 [ 12 18] - 1.78 1.78 2.38 3.56 - 9.50 (3.0-11. 2.69 (0.30-3.45) .53 9.5 8.3 Avt
2 [ 22 - - - 475 475 - - - 9.50 (3.0-11.0 3.7 (0.30-3.45) 3.00 9.5 7. Ar+ 9 [ 9 [ 12 [22 ] - 1.64 1.64 219 4.03 - 9.50 (3.0-11.0 2.69 (0.30-3.45) .53 9.5 8 A+t
22 | 24 - - - 4.54 4.96 - - - 9.50 (3.0-11.0) 3.17 (0.30-3.45) 3.00 9.5 7.8 A++ 9 9 12 4 - 1.58 1.58 211 4.23 N 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 95 8 A+
24 | 24 - - - 4.75 4.75 - - - 9.50 (3.0-11.0) 3.17 (0.30-3.45) 3.00 9.5 7.8 At+ 4-unit 9 9 14 4 - 1.86 1.86 2.89 2.89 B 9.50 (3.0-11. 2.69 (0.30-3.45) 53 9.5 8 At+
77 [ 14 ] - - 2.00 2.00 4.00 - - 8.00 (3.0-10.0) 2.26 (0.30-2.88) 3.54 8.0 8.2 Ar+ connection 9 9 | 14 8 [ - 171 171 2.66 3.42 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 9.5 8 Att
7 7 18 - - 2.00 2.00 5.00 - - 9.00 (3.0-11.0) 2.68 (0.30-3.45) 3.36 9.0 A A++ 9 9 1 8 - 1.58 1.58 317 317 - 9.50 (3.0-11.0) 2.69 (0.30-3.45) 53 9.5 8. At++
77 22 ] - - 1.85 1.85 5.80 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 .0 Att 9 [ 12 [ 12 [ 12 | - 1.91 2.53 2.53 2.53 - .50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8.3 At+
7 7 [ o4 - - 175 175 6.00 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 0 Avt 9 [ 12 [ 12 [ 14 - 1.81 2.43 2.43 2.83 - .50 (3.0-11. 2.69 (0.30-3.45) 5 9.5 8.3 At+
719 [ 2] - - 2.00 2.50 3.50 - - 8.00 (3.0-10.0) 2.26 (0.30-2.88) 3.54 8.0 2 A+t 9 [ 12 [ 12 [ 18 - 1.67 2.24 2.24 335 - .50 (3.0-11.0) 2.69 (0.30-3.45) 5 9.5 8.3 Art
719 [1a] - - 2.00 2.50 4.00 - - 8.50 (3.0-10.7) 2.46 (0.30-3.27) 3.45 8.5 a Ar+ 9 [ 12 [ 14 [ 14 | - 1.74 2.34 271 2.1 - .50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8.3 At+
71918 ] - - 2.00 2.50 5.00 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 8.0 At+ 9 [ 12 [ 14 [18 | - 1.61 215 2.51 3.23 - .50 (3.0-11.0) 2.69 (0.30-3.45) 3.53 9.5 8.3 Art
719 2] - - 175 2.25 5.50 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 8.0 A+t 9 [ 14 | 14 [ 14 | - 1.67 2.61 2.61 2.61 - 9.50 (3.0-11. 2.69 (0.30-3.45) 3.53 9.5 8.3 At+
719 [oa] - - 1.66 214 570 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 8.0 Ar+ 12 12 [ 12 [ 12| - 238 2.38 238 2.38 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 3.53 9.5 8.3 At+
711 12| - - 2.00 -50 3.50 - - 9.00 (3.0-11.0) 2.68 (0.30-3.45) .36 9.0 8.1 A+t 2 [ 12 [ 12 [ 4] - 2.28 2.28 2.28 2.66 - 9.50 (3.0-11.0) 2.69 (0.30-3.45) 3.53 9.5 8.3 A+
7 1 4] - - 2.00 .50 4.00 - - 9.50 (3.0-11.0 91(0.30-3.45) 27 95 8.0 A+ 12 |12 [ 12 [ 18 | - 211 21 21 317 - 9.50 (3.0-11. 2.69 (0.30-3.45) 3.53 9.5 8.3 A+t
7 17 8 [ - - 1.80 .08 4.62 - - 9.50 (3.0-11. .91(0.30-3.45) 21 9.5 8.0 At+ 12 [ 12 [ 14 [ 4 [ - 219 19 .56 .56 - 9.50 (3.0-11. 2.69 (0.30-3.45) 3.53 9.5 8.3 A+t
71 2] - - 1.62 2.78 510 - - 9.50 (3.0-11.0 91(0.30-3.45) 27 9.5 8.0 A+ 12 [ 14 [ 14 [ 14 | - 212 46 46 46 - 9.50 (3.0-11. 2.69 (0.30-3.45) 3.53 9.5 8.3 At+
7 11 4 | - - 1.55 2.65 5.30 - - 9.50 (3.0-11.0 91(0.30-3.45) 27 9.5 8.0 A+ N I I A 1.90 90 90 90 1.90 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 8.5 Att+
7 4 |14 | - - 190 3.80 3.80 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 3.27 9.5 8.0 A+ 7 7 17 [ 719 1.80 .80 .80 1.80 2.30 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
7 4 18 | - - 171 3.41 4.38 - - 9.50 (3.0-11. 2.91(0.30-3.45) 3.27 9.5 8.0 A+ 7 7 7 [ 7 |12 1.66 1.66 1.66 1.66 2.86 .50 (3.0-11.0 2.50 (0.30-3.45) .80 9.5 8.5 Attt
7 4 [ 22 | - - 1.55 3.09 4.86 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 3.27 9.5 8.0 Art 7 7 |7 [ 7 [14] 158 1.58 1.58 1.58 318 .50 (3.0-11. 2.50 (0.30-3.45) .80 9.5 8.5 Attt
7 4 |24 | - - 1.47 2.96 5.07 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 3.27 9.5 8.0 A+ 7 7 7 7 [18 1.45 1.45 1.45 1.45 370 .50 (3.0-11.0) 2.50 (0.30-3.45) .80 9.5 8.5 Attt
7 8 [ 18 | - - 1.54 3.98 398 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 3.27 9.5 8.0 A+ 7 7 | 7 [ 7 [207] 133 1.33 1.33 1.33 418 .50 (3.0-11. 2.50 (0.30-3.45) .80 9.5 8.5 Att+
7 18 22 - - 1.41 3.64 4.45 - - 9.50 (3.0-‘\‘\ 0; 291 0.30-3.45) 27 9.5 8.0 A++ 7 7 7 7 24 1.28 1.28 1.28 1.28 4.38 9‘50( .0-11. 2.50 (0.30- ,45) 3.80 9.5 8.5 A+++
7 |18 [ 24| - - 1.36 3.49 4.65 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A+ 7 17 1 7[99 1.70 1.70 1.70 2.20 2.20 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 8.5 Artt
9 9 [ 9~ - 2.50 2.50 2.50 - - 7.50 3.0-9.6) 2.07 (0.30-2.70) 63 7.5 8.2 A+ 77 7 [ 912 1.58 1.58 1.58 2.04 2.72 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
9 9 112 | - - 2.50 2.50 3.50 - - 8.50 (3.0-10.7) 2.46 (0.30-3.27) 45 8.5 8.1 A+t 7 7 7 9 [ 14 1.51 1.51 1.51 1.94 3.03 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 8.5 A+t+
9 9 [1a] - - 2.50 2.50 4.0 - - 9.00 (3.0-11 2.68 (0.30-3.45) 6 9.0 81 Ar+ 7 7 7 [ 9 [18 1.39 13 1.39 .77 3.56 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
9 [ 9 [ 18] - - 2.38 2.38 4.74 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 7 9.5 8.0 A++ 7 7 | 7 [ 9 [27] 12 1.2 1.28 1.64 4.02 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
9 | 9 [22] - - 214 214 52 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 7 9.5 8.0 Ar+ 7 7 1 7 [ 9 [24] 12 1.2 1.23 1.58 4.23 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
9 [ 9 [2a] - - 2.04 2.04 5.4 - - 9.50 (3.0-11.0 291 (0.30-3.45) 3.7 9.5 8.0 A+ 77 7 [12 ]2 1.4 1.4 1.48 2.53 2.53 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
3-unit 9 |12 12| - - 2.50 3.50 3.50 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 8.0 At 77 [ 7 [12]14 1.4 1.4 141 2.43 2.84 9.50 (3.0-11.0 2.50 (0.30-3.45) 0 9.5 8.5 Attt
) 9 [ 12 [ 14 - - 2.44 3.26 3.80 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 8.0 A+ 7 17 7 [12]1 1.30 1.3 130 2.24 3.36 9.50 (3.0-11. 2.50 (0.30-3.45) .80 9.5 8.5 Att+
connection 9 [ 12 [ 18 [ - - 2.19 2.92 439 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 27 9.5 8.0 A+t 7 7 7 [ 14 | 14 136 136 136 271 2.71 9.50 (3.0-11.0 2.50 (0.30-3.45) .80 95 8.5 Avt+
9 2 | 22 | - - 1.99 .65 4.86 - - 9.50 (3.0-11.0 291 (0.30-3.45) 27 9.5 8.0 A+t 7 7 7 14 [ 18 1.25 1.25 1.25 2.51 3.24 9.50 (3.0-11.0) 2.50 (0.30-3.45) .80 9.5 8.5 A+t+
9 2 |24 | - - 190 53 5.07 - - 9.50 (3.0~ 2.91(0.30-3.45) 27 9.5 8.0 A+ 717199109 1.63 1.63 2.08 2.08 2.08 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
9 4 4 - - 2.32 59 3.59 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A++ 7 7[99 [1 1.51 1.51 1.94 1.94 2.60 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 8.5 Att+
9 4 8 | - - 2.09 24 477 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A+ 7 7919 [1a 1.45 1.45 1.86 1.86 2.88 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 8.5 Attt
9 4 2 | - - 1.90 96 4.64 - - 9.50 (3.0-11.0 291 (0.30-3.45) 3.7 9.5 8.0 A+ 7 17199 |18 1.33 1.3 171 1.7 3.42 9.50 (3.0-11.0 50 (0.30-3.45) 3.80 9.5 5 A+
14 | 24 - - 1.82 2.83 4.85 - - 9.50 (3.0-11.0 2.91(0.30-3.45) .27 9.5 8.0 A++ 5-unit 7 7 9 9 |22+ 1.23 1.2 1.58 1.5 3.8 9.50 (3.0-11.0 50 (0.30-3.45) 3.80 95 5 A+++
18 | 18 | - - 1.90 3.80 3.80 - - 9.50 (3.0-11. 2.91(0.30-3.45) 27 9.5 8.0 A+ connection 7 17 9 [12]12 1.41 1.4 1.8 2.4 2.4 9.50 (3.0-11. 50 (0.30-3.45) 3.80 9.5 5 Attt
18 | 22 | - - .74 3.49 4.27 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A+ 77 9 [ 124 1.36 1.3 1.74 2.3 2.7 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 5 Attt
1 24 | - - 1.68 3.35 4.47 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A+ 7 [ 79 1218 1.25 1.25 1.6 25 3.24 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 5 Attt
2 [ 1 12 [ - - 317 347 317 - - 9.50 (3.0-11.0 91 (0.30-3.45) 27 95 8.0 A+ 7 7 1 9 [ 1414 130 1.30 1.6 2.61 2.61 9.50 (3.0-11.0 2.50 (0.30-3.45) 0 9.5 5 Av+t
2 [ 1 14 | - - 3.0 3.00 3.50 - - 9.50 (3.0-11.0 91 (0.30-3.45) 27 9.5 8.0 A++ 7 7 [ 12 [12 ]2 1.33 1.33 2.2 2.8 2.28 9.50 (3.0-11 2.50 (0.30-3.45) .80 9.5 5 Att+
2 12 [ 18 [ - - 2.7 2.1 4.08 - - 9.50 (3.0-11.0 91 (0.30-3.45) 27 9.5 8.0 A++ 7 [ 7 [ 121214 1.28 1.28 2.1 219 2.56 9.50 (3.0-11.0) 2.50 (0.30-3.45) .80 9.5 8.5 Attt
2 [ 12 [ 22 [ - - 2.4 2.48 4.54 - - 9.50 (3.0-11.0 91(0.30-3.45) 27 9.5 8.0 A+ 7 7 [ 12 [14 | 14 23 1.23 12 2.46 2.46 9.50 (3.0-11.0 .50 (0.30-3.45) .80 9.5 8.5 Att+
12 | 12 | 24 - - 2.3 2.38 474 - - 9.50 (3.0-11 2.91(0.30-3.45) .27 9.5 8.0 At+ 7 9 9 9 9 .54 199 99 199 199 9.50 (3.0-11.0 .50 (0.30-3.45) .80 95 8.5 At++
12 [ 14 | 14 | - - 2.84 333 3.33 - - 9.50 (3.0-11 2.91(0.30-3.45) 27 95 8.0 A+ 71999 [12 44 1.86 .86 1.86 2.48 9.50 (3.0-11.0) .50 (0.30-3.45) 80 9.5 8.5 Attt
12 [ 14 [ 18 | - - 2.5 3.02 3.89 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A++ 719199 [14 39 1.78 78 1.78 2.77 9.50 (3.0-11.0 .50 (0.30-3.45) 80 9.5 8.5 Attt
1 14 |22 | - - 2.3 7 4.35 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A+ 7 1999 [18 28 1.64 1.64 1.64 3.30 9.50 (3.0-11.0 .50 (0.30-3.45) 80 9.5 8.5 At++
1 14 | 24 | - - 2.2 .66 4.56 - - 9.50 (3.0-11.0 91 (0.30-3.45) 27 9.5 8.0 A+ 7199 [ 1212 1.36 1.74 1.74 233 2.33 9.50 (3.0-11.0 2.50 (0.30-3.45) 80 9.5 8.5 At
1 18 | 18 | - - 23 56 3.56 - - 9.50 (3.0~ 91(0.30-3.45) 27 9.5 8.0 A++ 7 99 [ 12 [ 14 129 1.68 1.68 2.04 2.61 9.50 (3.0-11.0 2.50 (0.30-3.45) 80 9.5 8.5 Attt
12 |18 [ 22 | - - 21 29 4.02 - - 9.50 (3.0-11.0) 91(0.30-3.45) 27 95 8.0 A+ 7199 [14]1a 1.26 1.61 1.61 2.51 51 9.50 (3.0-11.0 2.50 (0.30-3.45) 80 9.5 8.5 Attt
12 | 18 | 24 | - - 2.11 317 4.22 - - 9.50 (3.0-11.0 91(0.30-3.45) 27 9.5 8.0 A+ 7 19 [ 12121 1.28 1.65 219 219 19 9.50 (3.0-11.0 2.50 (0.30-3.45) .80 9.5 8.5 At
14 | 14 | 14 | - - 317 317 37 - - 9.50 (3.0-11 2.91(0.30-3.45) 27 9.5 8.0 A+ 7 [ 9 [ 12 [ 12 [ 14 1.23 158 211 241 47 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 8.5 A
14 |14 [ 18 | - - 2.89 2.89 37 - - 9.50 (3.0-11. 2.91(0.30-3.45) 27 95 8.0 A+ 9 9999 1.9 1.90 1.9 1.9 1.90 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 9.5 5 Attt
14 | 14 [ 22 | - - 2.66 2.66 41 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A++ 9 [ 9[99 [1 1.7 1.7 1.7 1.7 2.38 9.50 (3.0-11.0 2.50 (0.30-3.45) 3.80 95 5 At -
14 | 14 | 24 | - - 2.56 2.56 4.3 - - 9.50 (3.0-11.0 2.91(0.30-3.45) 27 9.5 8.0 A+ 9 9[99 [14 1.7 17 1.7 1.7 2.66 9.50 (3.0-11.0) 2.50 (0.30-3.45) 3.80 9.5 5 Attt =
14 |18 [ 18 | - - 2.66 3.42 34 - - 9.50 (3.0-11.0 291 (0.30-3.45) 3.27 9.5 8.0 A+ 9 [ 9[99 [18 1.5 1.5 1.5 1.5 318 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 5 Att+ =
18 | 18 | 18 | - - 317 317 37 - - 9.50 (3.0-11.0) 2.91(0.30-3.45) 3.27 9.5 8.0 At+ 9 9[9[ 121 1.6 1.6 1.6 2.2 223 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 5 Attt wn
7777 - 2.00 2.00 2.00 2.00 - 8.00 (3.0-10.0) 211 (0.30-2.88) 3.80 8.0 5 At 9 9 [ 9 [ 1214 1.6 1.6 1.6 215 2.52 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 5 Attt s
77 79~ 2.00 2.00 2.00 2.50 - 8.50 (3.0-10.7) 2.29 (0.30-3.27) 371 8.5 4 A+ 9 [ 9 [ 12 121 1.57 1.57 212 212 212 9.50 (3.0-11. 2.50 (0.30-3.45) 3.80 9.5 5 A+ =
I T L e o o Tt . 230 88 X 2690090 jgg > g2 2 o Notes: +7: 7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h/22: 22000 Btu/h/24: 24000 Btu/h models =
7 7 7 118 [ - 171 171 171 4.37 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5. 9.5 3 A+t *The above specifications apply when connected with a wall-mounted unit. =
77 7 [22] - 1.55 1.55 1.55 4.85 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 3 A+ «2 or more indoor units should be connected. !
1T 12— 48 18 118 208 - 250 53'8’11%) 269 8-38’ jg; 35 25 83 hs +Cooling capacity is determined based on 27°CDB/19°CWB (indoor temperature) and 35°CDB (outdoor temperature). =
7 7 o T 12 - 790 790 44 326 - 9‘50( 00 569 (0 30- ‘45> 35 95 83 At «Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) o
7 7 9 |14 | - 1.80 1.80 2.31 3.59 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5. 9.5 83 A+t «Total capacity of indoor units connected must be between 7.5 kW and 15.5 kW. 8
7 7 9 8 | - 1.6 16 2.09 47 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5. 9.5 3 A+t *1: For Model 22, only wall-mounted indoor units are connectable. [
7719 2 | - 1.4 1.4 1.90 4.64 - 9.50 (3.0-11. 2.69 (0.30-3.45) 5 9.5 3 Ar+ <
7719 4 | - 1.4 1.4 1.82 4.86 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 3 Ar+ (8]
77 1212 - 17 1.7 3.00 3.00 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 3 A+ -
7 7 12 [1a ] - 1.66 1.66 2.85 3.33 - 9.50 (3.0-11.0 2.69 (0.30-3.45) .53 9.5 3 Art (8]
7 [ 7 [ 1218 - 1.51 1.51 2.59 3.89 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 9.5 8.3 Ar+ ]
77 1222 - 139 1.39 2.38 434 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 9.5 8.3 A+ (=]
7 [ 7 [ 12 [24 ] - 1.33 1.3 2.28 4.56 - 9.50 (3.0-11.0, 2.69 (0.30-3.45) 5 9.5 8.3 Art o
77 4 |14 | - 1.58 1.5 317 a7 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8. A+ E
77 4 [ 18 | - 1.45 1.4 2.89 71 - 9.50 (3.0-11. 2.69 (0.30-3.45) 5 .5 8. A+
77 4 22 | - 1.3 1.3 2.66 18 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 5 8. At+
4-unit 77 4 |24 | - 1.2 1.2 2.56 4.38 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 .5 8. A+
. 77 8 [ 18 | - 1.3 1.33 3.42 3.42 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 .5 8. At+
connection 719 9 9 - 2.00 2.50 2.50 2.50 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 3.5 5 8. At+
71919 [12]- 1.80 2.31 2.31 3.08 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 3.5 .5 8. A+
7 9 [ 9 [14] - 171 219 219 3.41 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 .5 8. Art
7199 8 | - 1.54 1.99 1.99 398 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 .5 . At+
7199 2 | - 140 1.82 1.8 4.45 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 .5 . A+
7 9 4 | - 136 1.74 .74 4.66 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 9.5 . A+
7 212 | - 1.66 214 2.8 2.85 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 9.5 3 A+
7 12 | 14 | - 1.58 2.04 2.7 317 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8.3 Ar+
7 12 |18 | - 1.44 1.86 2.4 372 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8.3 A++
7 2 22 | - 1.33 1.7 2.2 418 - 9.50 (3.0-11. 2.69 (0.30-3.45) 5 9.5 8.3 A+
719 [ 12 [2a] - 1.28 1.64 219 4.39 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8. Art
719 4 14| - 1.51 1.95 3.02 3.02 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 . A+
719 418 | - 1.39 1.78 207 3.56 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 A+
719 4 22 | - 1.28 1.64 2.56 4.02 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 Art
719 4 | o4 | - 1.23 1.58 2.46 4.23 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 3 A+
7 19 8 | 18 | - 1.28 1.64 3.29 3.29 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 5 9.5 8. Art
7 [ 12 [ [ 2| - 1.55 2.65 2.65 2.65 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 9.5 8. At+
7 [ 12 [ 12 [ 14| - 1.48 2.53 2.53 2.96 - 9.50 (3.0-11. 2.69 (0.30-3.45) 53 .5 8. A+
7 [ 12 [ 12 [18 | - 135 2.33 2.33 3.49 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 .5 8. A+
7 [ 12 [ 14 [ 14| - 1.4 2.43 2.83 2.83 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 53 .5 8. A+
7 [ 12 [ 14 [ 18 | - 1.30 2.24 2.61 335 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 3.53 .5 8.3 A+
7 [ 14 [ 14 [ 14 - 1.37 271 2.1 2.1 - 9.50 (3.0-11.0 2.69 (0.30-3.45) 3.53 9.5 8.3 A+
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5-unit Multi-split Combination Table-Heating

5-unit Multi-split heating 5-unit Multi-split heating
ting
inati i Heating Capacity Input Power Heating Capacity Input Power
AOHGIBIETAS. | Combination of indoor units (v cop y AOHGIEETAS ) cop Energy
w i i e w v effciency
10.60 (3.5-12.0) 2.65 (0.25-3.25) 4.00 . . 7] 14 18 1.40 2.80 2.80 3.60 10.60 (3.5-12.0 .44 (0.25-3.25) 4.34 7.0 4.5
9 [22 | - [ - [~ 3.00 7.20 - - - 10.20 (3.5-12.0 2.52 (0.25-3.25) 4.04 6.8 4.3 A+ S [ 9199 - 2.65 2.65 2.65 2.65 - 0.60 (3.5-12. 2.44(0.25-3.25) 4.34 7.0 4.5 At
9 |24 - | - [~ 2.89 771 - - - 10.60 (3.5-12.0, 2.65 (0.25-3.25) 4.00 7.0 4.3 A+ S [ 99 [12]- 2.45 2.45 2.45 3.25 - 0.60 (3.5-12. 2.44(0.25-3.25) 4.34 7.0 4.5 A+
2 |22 | - - - 3.74 6.86 - - - 10.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4.3 A+ 9 [ 9 1 9 [1a] - 2.33 2.33 2.33 3.61 - 0.60 (3.5-12. 44 . 4.34 7.0 4.5 A¥
2 o4 - [ - - 3.53 7.07 - - - 10.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4.3 A+ 9 1 91 9 [18] - 212 212 212 4.24 - 0.60 (3.5-12.0 4 4.34 7.0 4.5 At
2-unit 1 22 | - [ - | - 472 6.48 - - - 10.60 (3.5-12.0, 2.65 (0.25-3.25) 4.00 7.0 4. A+ 9 [ 919 22 - 1.95 1.95 1.95 475 - 0.60 (3.5-12.0 4 4.34 7.0 4.5 A¥
) 14 | 24 | - - - 391 6.69 - - - 0.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4. A+ 9 [ 91 9 [2a] - 1.87 1.87 1.87 4.99 - 10.60 (3.5-12. 4.34 7.0 4.5 A+
connection 18 [ 18 | - - - 5.30 5.30 - - - 0.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4. A+ 9 [ 9 [ 12 [ 12 - 2.27 2.27 3.03 3.03 - 10.60 (3.5-12.0) 434 7.0 45 At
18 | 22 | - - - 477 5.83 - - - 0.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4. A+ 9 [ 9 [ 12 [14] - 2.7 217 2.89 3.37 - 10.60 (3.5-12. 4.34 7.0 4.5 A¥
8 24 | - | - - 4.54 6.06 - - - 0.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4. A+ 9 1 9 121 - 1.99 1.99 2.64 3.98 - 10.60 (3.5-12. 4.34 7.0 4.5 A*
22 22 | - | - | - 530 5.30 - - - 0.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4. A¥ S 9[22 - 1.83 1.83 45 4.49 - 10.60 (3.5-12. 4.34 7.0 45 A+
22 |24 | - - - 5.07 5.53 - - - 10.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4.3 A+ 9 9 [ 12 [24 | - 177 177 35 471 - 10.60 (3.5-12. 4.34 7.0 4.5 A*
24 |24 | - | - | - 530 5.30 - - - 10.60 (3.5-12.0 2.65 (0.25-3.25) 4.00 7.0 4.3 A+ 4-unit 9 1 9 14 [14 ] - 2.07 2.07 23 3.23 - 10.60 (3.5-12.0 4.34 7.0 4.5 A*
7 7 14 - - 2.40 2.40 4.80 - - 9.60 (3.5-11.2) 2.25 (0.25-2.87) 4.26 6.5 4.5 A+ connection 9 9 14 11 - 1.91 191 96 3.82 - 10.60 (3.5-12.0 4.34 7.0 4.5 A+
717 8 | - - 2.32 2.32 596 - - 10.60 (3.5-12.0) 2.54(0.25-3.25) 41 7.0 4.4 A+ 9 [ 9 [ 1818 - 177 .77 3.5 .53 - 10.60 (3.5-12. 4.34 7.0 4.5 A+
77 2| - - 2.06 2.06 6.48 - - 10.60 (3.5-12.0) 2.54(0.25-3.25) 41 7.0 4.4 A+ 9 [12 [ 12 [ 12 | - 21 2.83 2.8 .83 - 10.60 (3.5-12. 434 7.0 4.5 At
717 4 | - - 1.95 1.95 6.70 - - 10.60 (3.5-12.0) 2.54(0.25-3.25) 41 7.0 4.4 A+ 9 [ 12 [ 12 [ 14 | - 2.02 271 27 16 - 10.60 (3.5-12. 4.34 7.0 4.5 A+
719 2 [ - - 2.40 3.00 4.20 - - 9.60 (3.5-11.2) 2.25 (0.25-2.87) 4.26 6.5 4. A+ 9 12 12 [1 - 1.87 2.49 2.4 75 - 10.60 (3.5-12.0 4.34 7.0 4.5 A*
719 4] - - 2.40 3.00 4.80 - - 10.20 (3.5-12.0) 2.42(0.25-3. 4.21 6.8 4.4 A+ 9 [ 12 [ 14 [ 14| - 194 2.60 3.0 3.03 - 10.60 (3.5-12. 4.34 7.0 4.5 A+
719 [ 18] - - 2.8 2.81 5.61 - - 10.60 (3.5-12.0) 2.54 41 7.0 4.4 A+ 9 [ 12 [ 14 [1 - 1.80 2.40 2.8 3.60 - 10.60 (3.5-12. 4.34 7.0 4.5 A+
719 [ - - 1.95 2.51 614 - - 10.60 (3.5-12.0) 2.54 41 7.0 4.4 At 9 |14 14 [ 14 | - 1.87 291 291 291 - 10.60 (3.5-12.0 4.34 7.0 4.5 At
7 19 [aa] - - 1.85 2.39 6.36 - - 10.60 (3.5-12.0) 2.54 41 7.0 4.4 A+ 2 12 [ 12 [ 12 | - 2.65 2.65 2.65 2.65 - 10.60 (3.5-12.0) 4.34 7.0 4.5 A+
711 2 | - - 2.40 4.0 410 - - 0.60 (3.5-12.0 2.54(0. 4. 7.0 4.4 A+ 12 [ 12 [ 12 [ 14 [ - 2.54 2.54 2.54 2.98 - 0.60 (3.5-12. 4.34 7.0 4.5 A+
7 [ 4 - - 2.25 3.85 4.50 - - 0.60 (3.5-12.0 2.54 (0.25-3.25) 4. 7.0 4.4 A+ 12 [ 12 [12 [18 [ - 2.36 2.36 2.36 3.52 - 0.60 (3.5-12. .44 (0. 4.34 7.0 45 A+
71 8 [ - - 2.00 3.44 516 - - 0.60 (3.5-12.0 2.54(0.25-3.25) 4. 7.0 4.4 A+ 12 [ 12 [ 14 [ 14 | - 2.45 2.45 2.85 2.85 - 0.60 (3.5-12. 2.44(0.25-3.25) 4.34 7.0 4.5 A¥
711 2| - [ - 1.81 310 5.69 - - 0.60 (3.5-12.0 2.54(0.25-3.25) 4. 7.0 4.4 A+ 2 [ 14 | 14 |14 | - 2.35 2.75 2.5 2.75 - 0.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 At
711 o I 1.72 2.96 592 - - 0.60 (3.5-12.0 2.54 (0.25-3. 4. 7.0 4.4 A+ 77 777 212 212 212 2.12 212 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
7 4 4| - - 212 4.24 4.24 - - 0.60 (3.5-12.0 2.54(0.25-3. 4. 7.0 4.4 A+ 7717719 2.01 2.01 2.01 2.01 2.56 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
7 418 [ - [ - 190 3.81 4.89 - - 0.60 (3.5-12. 2.54(0.25-3.25) 4 7.0 4.4 A+ 77 [ 7 [ 7 [12] 186 1.86 1.86 1.86 316 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
7 4 2 [ - - 173 3.45 5.42 - - 0.60 (3.5-12.0 2.54(0.25-3.25) 4. 7.0 4.4 A+ 7 7 [ 7 [ 7 [1a 177 177 177 177 3.52 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
7 4 4 | - - 1.65 3.30 5.65 - - 0.60 (3.5-12.0 2.54(0.25-3.25) 4 7.0 4.4 A+ 7 7 7 [ 7 |18 1.61 1.61 1.61 1.6 416 0.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
7 8 [ 18 | - | - 172 4.44 4.44 - - 0.60 (3.5-12.0 2.54 (0.25-3.25) 4. 7.0 4.4 Ax 7 7 [ 7 [ 7 |22 148 1.48 1.48 1.4 4.68 0.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 A+
7 |18 [ 22 | - - 1.58 4.06 4.96 - - 10.60 (3.5-12.0 2.54(0.25-3.25) 418 7.0 4.4 A+ 7 7 [ 7 [ 7 |24 143 143 1.43 1.4 4.88 0.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
7 |8 |24 - - 1.51 .89 5.20 - - 10.60 (3.5-12.0 2.54(0.25-3.25) 418 7.0 4.4 A+ 77 1719179 1.90 1.90 190 2.4 2.45 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A++
9 [ 9 9~ - 3.00 .00 3.00 - - 9.00 (3.5-10.8) 2.09 (0.25-2. 431 6.0 4.5 A+ 7 7 7 [ 92 .77 .77 .77 2.26 3.03 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
9 19 2 | - - 3.00 .00 4.20 - - 0.20 (3.5-12.0 2.42 (0.25-3. 4.21 6.8 4.4 A+ 7 7 [ 7 9 [14] 1869 1.69 1.69 2.6 337 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 A++
9 1 9 4] - - 2.98 2.98 4.64 - - 0.60 (3.5-12. 2.54(0.25-3. 4 7.0 4.4 A+ 7 7 [ 7 [ 9 [8 | 155 1.55 1.55 1.99 3.96 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
9 1 9 8 [ - - 2.65 2.65 530 - - 0.60 (3.5-12.0 2.54(0.25-3. 4 7.0 4.4 A+ 7 7 [ 7 [ 9 [227] 143 1.43 1.43 1.83 4.48 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
9 19 2] - - 2.39 2.39 5.82 - - 0.60 (3.5-12.0 2.54(0.25-3. 4 7.0 4.4 At 7 7 [ 7 9 |24 37 1.37 137 177 472 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A++
9 9 [aa| - [ - 2.27 2.7 6.06 - - 0.60 (3.5-12.0 2.54 (0.25-3. 4. 7.0 4.4 A+ 77 7 1212 64 64 1.64 2.84 .84 0.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 A+
3-unit 9 [ 12 [ 12 - - 2.90 3.85 3.85 - - 10.60 (3.5-12. 2.54(0.25-3. 418 7.0 4.4 A¥ 7 7 [ 7 [12 4 58 58 1.58 70 16 0.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
v 9 12 [ 14| - | - 2.73 3.63 4.24 - - 10.60 (3.5-12. 2.54(0.25- 418 7.0 4.4 At 7 7 [ 7 1218 45 45 1.45 49 76 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+
connection 9 [ 12 [ 18 | - - 2.45 3.26 4.89 - - 10.60 (3.5-12.0 2.54 (0.25- 418 7.0 4.4 A+ 7 7 7 [ 14 [ 14 52 52 152 .02 02 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
9 [ 12 [ 22 | - - 2.22 2.96 5.42 - - 10.60 (3.5-12. 2.54(0.25- 418 7.0 4.4 A* 7 | 7 [ 7 [ 14 18] 140 1.40 1.40 2.80 3.60 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 A+
9 [12 [ 24| - [ - 212 2.83 5.65 - - 10.60 (3.5-12. 2.54 (0.25- 418 7.0 4.4 A+ 7171919179 1.82 1.82 2.32 2.32 2.32 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
9 [ 14 [ 14 - [ - 2.58 4.01 4.01 - - 10.60 (3.5-12. 2.54(0.25-3. 418 7.0 4.4 A+ 7 7 19 9 12 1.69 1.69 217 27 2.88 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
9 [ 1418 - [ - 2.33 3.62 4.65 - - 10.60 (3.5-12.0 2.54(0.25-3. 418 7.0 4.4 A+ 7 7919 [14 1.61 1.61 2.07 2.07 3.24 0.60 (3.5-12.0 36 (0.25-3.25) 4.50 7.0 4.6 Att
9 1422 | - [ - 212 3.30 5.8 - - 10.60 (3.5-12.0 2.54 (0.25-3. 418 7.0 4.4 A+ 71 799 18] 148 1.48 1.91 1.91 3.82 0.60 (3.5-12. 36 (0.25-3.25) 4.50 7.0 4.6 A+
9 |14 [ o4 - - 2.03 316 5.41 - - 10.60 (3.5-12.0 2.54(0.25-3. 418 7.0 4.4 A+ 5-unit 7 7 1 9 [ 9 [227] 137 1.37 177 177 4.32 0.60 (3.5-12. 36 (0.25-3.25) 4.50 7.0 4.6 A+t
9 [18 18 - [ - 212 4.24 4.24 - - 10.60 (3.5-12.0 2.54(0.25-3. 418 7.0 4.4 A+ connection 7 7 [ 9 1212 158 1.58 2.02 2.1 2.1 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
9 |18 [ 22| - - 1.95 3.89 4.76 - - 10.60 (3.5-12.0 2.54 (0.25-3. 418 7.0 4.4 A+ 7 7 9 [12]14 1.51 1.51 1.95 2.60 3.03 0.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
9 |1 24 | - - 1.87 374 4.99 - - 0.60 (3.5-12.0 2.54(0.25-3. 4. 7.0 4.4 A+ 7 7 [ 9 [ 12 [ 18] 140 1.40 1.80 2.40 3.60 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
2 [ 2 [ 12 | - | - 3.53 53 3.53 - - 0.60 (3.5-12.0 2.54(0.25-3. 4 7.0 4.4 A+ 7 7 [ 9 [ 14 [ 14 | 145 1.45 1.88 2.91 291 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
2 [ 12 [ 14 | - - 3.35 35 3.90 - - 0.60 (3.5-12.0 2.54(0.25-3. 4 7.0 4.4 A+ 7 7 [ 12 [12 12 1.49 1.49 2.54 2.54 2.54 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
2 [ 12 |18 | - - 3.03 .03 4.54 - - 0.60 (3.5-12.0 2.54(0.25-3. 4 7.0 4.4 A+ 7 7 [ 12 [ 12 [ 14 | 143 143 2.45 2.45 2.84 10.60 (3.5-12.0 36 (0.25-3.25) 4.50 7.0 4.6 A+t
1 12 |22 [ - - 277 2.7 5.06 - - 0.60 (3.5-12.0 2.54 (0.25-3. 4. 7.0 4.4 A+ 7 7 [ 12 [ 14 [ 14 1.37 1.37 236 75 275 10.60 (3.5-12.0 36 (0.25-3.25) 4.50 7.0 4.6 A+
2 12 [ o4 - - .65 2.65 5.30 - - 10.60 (3. 2.54 41 7.0 4.4 A+ 7 1919 919 1.72 2.22 2.22 22 2.22 10.60 (3.5-12. 36 (0.25-3.25) 4.50 7.0 4.6 A+t
2 |14 |14 | - - 18 3.7 371 - - 10.60 (3. 2.54 41 7.0 4.4 A+ 7191919 12 1.61 2.07 2.07 .07 2.78 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
12 14 18 - - .89 3.37 4.34 - - 10.60 (3. 2.54 4.1 7.0 4.4 A+ 7 9 9 9 14 1.54 199 1.99 99 3.09 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 A++
2 |14 |22 | - - .65 3.09 4.86 - - 10.60 (3.5-12.0 2.54 4 7.0 4.4 At 71999 [18] 143 1.83 1.83 1.83 3.68 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
2 [ 14 [o4 | - | - 2.54 97 5.09 - - 10.60 (3.5-12.0 2.54 (0.25-3. 4 7.0 4.4 A+ 719 9 [12 12 150 1.95 1.95 2.60 2.60 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
12 [ 18 [ 18 | - - 2.64 98 3.98 - - 10.60 (3.5-12. 2.54(0.25-3. 4 7.0 4.4 A¥ 7 19 1 9 [12 [ 14 145 1.87 1.87 2.49 292 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
2 18 22 [ - | - 2.45 67 4.48 - - 10.60 (3.5-12.0) 2.54(0.25- 4. 7.0 4.4 At 719 [ 9 [ 1414 140 1.80 1.80 2.80 2.80 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
12 | 18 [ 24 | - | - 2.36 3.53 471 - - 10.60 (3.5-12.0 2.54 (0.25-3. 4 7.0 44 A¥ 7 1 9 [ 12 [12 12 1.42 1.83 2.45 2.45 245 10.60 (3.5-12.0 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+
14 | 14 | 14 | - - 3.53 3.53 3.53 - - 10.60 (3.5-12. 2.54(0.25-3. 41 7.0 4.4 A* 719 [ 12 [ 12 [ 14 ] 136 .77 2.36 2.36 2.75 10.60 (3.5-12.0) 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
14 14 18 [ - | - 3.23 3.23 474 - - 10.60 (3.5-12. 2.54 (0.25-3. 41 7.0 4.4 A¥ 9 191919179 212 212 212 2.2 212 10.60 (3.5-12.0) 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t
14 14 |22 [ - | - 2.97 2.97 4.66 - - 10.60 (3.5-12. 2.54 (0.25- 418 7.0 44 A¥ 9 99911 1.99 1.99 1.99 1.99 2.64 10.60 (3.5-12.0) 2.36 (0.25-3.25) 4.50 7.0 4.6 A+t -
14 |14 [ o4 | - | - 2.85 2.85 4.90 - - 10.60 (3.5-12.0 2.54 418 7.0 4.4 A* 9 [ 9[99 [14 1.91 191 1.91 191 2.96 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+
14 18 [ 18 [ - | - 2.96 3.82 3.82 - - 10.60 (3.5-12.0 2.54 (0.25-3.25) 418 7.0 4.4 A¥ S 9[99 18 .77 .77 .77 177 3.52 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+ =~
18 | 18 [ 18 [ - | - 3.53 3.53 3.53 - - 10.60 (3.5-12.0 2.54(0.25-3.25) 418 7.0 4.4 A+ 9 [ 9 1 9 [12 [ 12 188 1.88 1.88 2.48 2.48 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 Avt w0
[ A A A 2.40 2.40 2.40 2.40 - 9.60 (3.5-11.2) 217 (0.25-2.87) 4.42 6.5 4.6 Att 9 [ 9 [ 9 [12 14 180 1.80 1.80 2.40 2.80 10.60 (3.5-12. 2.36 (0.25-3.25) 4.50 7.0 4.6 At+ X
7 7 17 [ 9~ 2.40 2.40 2.40 3.00 - 10.20 (3.5-12.0 2.33 (0.25-3.25) 4.37 6.8 4.5 A+ S [ 9[22 ]12 .76 1.76 2.36 2.36 2.36 10.60 (3.5-12.0) 2.36 (0.25-3.25) 4.50 7.0 4.6 Ar+ =
B 5 K 32
A e e o e ORCiETE RTINS IR 234 0 23 o Notes: +7:7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h/22: 22000 Btu/h/24: 24000 Btu/h models =)
7 7 7 [ 18 N 90 190 790 790 N 0.60 (3.5-12.0 2.44(0.25-3.25) 434 7.0 45 A+ *The above specifications apply when connected with a wall-mounted unit. =
7 7 7 22 ] - 73 173 173 41 - 0.60 (3.5-12.0 2.44 (0.25-3.25) 4.34 7.0 45 A+ 2 or more indoor units should be connected. !
7 7 7 24 - .65 1.65 1.65 5.65 - 0.60 (3.5-12.0 2.44 (0.25-3.25) 434 7.0 45 A+ *Heating capacity is determined based on 20°CDB (indoor temperature) and 7°CDB/6°CWB (outdoor temperature). ;
; ; Z 192 = 2213§ ;322 igg g:zg = 18:28% j?}%ig %:33 3: 3 ;:8 :zg ﬁ: +Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) o
7 7 9 74 | - 2.01 2.0 2.57 2.01 - 10.60 (3.5-12.0 244 234 70 25 Ar «Total capacity of indoor units connected must be between 7.5 kW and 15.5 kW. o
7 7 9 8 - 1.81 .81 2.33 4.65 - 0.60 (3.5-12.0 2.44 4.34 7.0 45 A+ *1: For Model 22, only wall-mounted indoor units are connectable. ",'_‘
7719 2 | - 1.65 65 212 518 - 0.60 (3.5-12. 2.44 4.34 7.0 4.5 A+ <
7719 4 | - 1.58 .58 2.03 5.41 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ (8}
77 1212 - 1.95 95 3.35 3.35 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ —
7 7 12 [1a ] - 1.86 .86 317 371 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ o
7 [ 7 [ 1218 - 1.69 1.69 2.88 4.34 - 10.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ =)
77 [ 1222 - 1.55 1.55 2.64 4.86 - 10.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ (=]
7 7 |12 |24 | - 1.48 1.48 2.54 510 - 10.60 (3.5-12.0 244 4.34 7.0 4.5 A+ o
77 4 14 | - .77 .77 3.53 3.53 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ =2
77 418 | - 1.6 1.61 3.23 475 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+ =
717 4 2 [ - 1.4 1.48 2.97 4.67 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+
4-unit 77 4 |24 | - 1.4 1.43 2.85 4.89 - 0.60 (3.5-12.0 2.44 4.34 7.0 4.5 A+
77 8 [ 18 | - 1.4 1.48 3.82 3.82 - 0.60 (3.5-12.0) 244 4.34 7.0 4.5 A+
connection 7 9 9 9 - 217 2.81 2.81 2.81 - 10.60 (3.5-12.0) 2.44 4.34 7.0 45 A+
71919 [12]- 2.00 2.58 2.58 3.44 - 10.60 (3.5-12. 2.44 4.34 7.0 4.5 A+
7 19 [ 9 [a] - 1.89 2.45 2.45 3.81 - 10.60 (3.5-12.0) 2.44 (0.25-3.25) 434 7.0 4.5 A+
7199 8 | - 172 2.22 2.22 4.44 - 0.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
71919 2 | - 1.58 2.03 2.03 4.96 - 0.60 (3.5-12. 2.44(0.25-3.25) 4.34 7.0 4.5 A+
71919 4 | - 1.51 1.95 95 519 - 0.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
719 1212 - 1.85 2.39 18 318 - 0.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
7 19 [ 12 [1a ] - 177 2.27 .03 3.53 - 0.60 (3.5-12.0 2.44 (0.25-3.25) 4.34 7.0 4.5 A+
719 [ 1218 - 1.61 2.07 277 415 - 10.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
719 [ 1222 - 1.48 1.91 2.54 4.67 - 10.60 (3.5-12. 2.44(0.25-3.25) 4.34 7.0 4.5 A+
719 [ 12 [2a] - 1.43 1.83 2.45 4.89 - 10.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
719 4 14 | - 1.69 217 337 3.37 - 0.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
719 418 | - 1.54 1.99 3.09 3.98 - 0.60 (3.5-12.0 .44(0.25-3.25) 4.34 7.0 4.5 A+
719 4 |22 | - 1.43 1.83 2.85 4.49 - 0.60 (3.5-12.0 44 (0.25-3.25) 4.34 7.0 4.5 A+
719 4 | o4 | - 1.37 .77 2.75 471 - 0.60 (3.5-12.0 44 (0.25-3.25) 4.34 7.0 4.5 A+
719 8 [ 18 | - 1.43 1.83 3.67 3.67 - 0.60 (3.5-12.0) .44 (0.25-3.25) 4.34 7.0 4.5 A+
7 12 [ 12 [ 12 | - 1.72 2.96 2.96 2.96 - 10.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
7 2 [ 12 [ 14 - 1.64 2.83 2.83 3.30 - 10.60 (3.5-12. 2.44(0.25-3.25) 4.34 7.0 4.5 A+
7 [ 12 [ 12 [ 18 | - 1.51 2.60 2.60 3.89 - 10.60 (3.5-12.0) 2.44 (0.25-3.25) 434 7.0 4.5 A+
7 12 [ 14 [ 14| - 1.57 271 316 316 - 10.60 (3.5-12.0 2.44(0.25-3.25) 4.34 7.0 4.5 A+
7 |12 [ 14 [ 18 [ - 1.45 2.49 291 375 - 10.60 (3.5-12.0) 2.44(0.25-3.25) 4.34 7.0 4.5 A+
7 [ 14 [ 14 [ 14 - 1.51 3.03 3.03 3.03 - 10.60 (3.5-12.0) 2.44(0.25-3.25) 4.34 7.0 4.5 A+
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Feature Summary

Series

Designer Series

Standard Series

Compact 4-way Flow Grid type Series

Mini

(With drain pump)

Slim

(With drain pump)

Medium Static Pressure

Model name
AUXG ARXG ARXG
ASHGO07/09/12/14KGTE ASHGO7/09/12/14KET_E ASHGO07/09/12/14KMCE ASHG18/22/24KMTE 07/09/12/14/18/22 07/09/12/14/18 07/09/12/14/18 ARXG22KMLB
ASHGO07/09/12/14KETE-B
KVLA KSLAP KLLAP
m
E Save human sensor ( J
<
§ Economy operation o o [ ] [ ] o ( [ J [ J
H T
T | [ Room temperature set point limitation (@)
%)
8
E Set temperature auto return O O @] (@] (] { ] [ } [ J
o
Power diffuser
Powerful operation () o [} [ ]
¥ 10°C heat operation ([} o [ ] [ ] o @) (@) O
Outdoor unit low noise operation { ] ([ J [ ] [ J
E Auto changeover ® (] [ J [ J ([ ] L4
g
3 UP/DOWN swing louver { ] { ] ([} [ ]
by
o
Q Double swing automatic [}
S &
3
S ﬁ Automatic fan speed { ] { ] [ ) o ([ J [ ]
Auto restart { ] { ] o ([ J ([ J [ ]
ﬁ Connectable fresh air duct ®
m Fresh air intake (@) (@) O
'! Connectable distributing duct )
Auto-off timer @) @) O O ([ J ([ J o o
@ Sleep timer () o o () [ J (@) @) O
Program timer ® ® [ ) [ () @) O O
(2]
o
=} W .
E Weekly timer { ] o @) o o { ] o o
2.
5 Weekly & Temperature setback timer O O @) @) (@) o (]
i
[¢]
= m Filter sign ([ J o o (] ([ J ([ [ ] [ ]
o
1]
E! External error output (@) (@) @) O (@) @) O
EE External ON/OFF input @) @) @) O (] { ] o
Wireless LAN control (@) (@) @) @) O @) O O
lon deodorization filter
‘m; Apple-catechin filter
5
§ Long-life filter
£
o Washable panel
Silver ion filter Il (PM2.5+Anti virus)
éw g @ Drain pump as standard (] ([ J [ ] @)
= |
= g Refrigerant cycle monitor

M-022

O : Optional function

M-023

PRODUCT CATEGORY - MULTI-SPLIT
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